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Installing AutoTrack

Although installation of AutoTrack is relatively easy we nevertheless
recommend that it be undertaken only by suitably competent persons.

AutoTrack hardware lock

AutoTrack is protected from illegal use by a hardware lock, a small
device that must be plugged into either the parallel port or the USB port
of your computer (or, in the case of network licences, file server).
Without this device AutoTrack will not run.

Parallel hardware locks

The parallel port hardware lock may be connected at either end of a
parallel printer cable but must be located between the computer and the
printer (or plotter, T-switch, buffer etc.). Since the hardware lock will not
affect the operation of the parallel port it can be left installed when
AutoTrack is not in use.

Whenever possible printers or plotters that are plugged into the same
parallel port as the AutoTrack hardware lock should be switched on
before the program is used and left on throughout its use.

Up to four Savoy and third party hardware locks, as well as a printer, can
be plugged into the same parallel port. However, users should note that
whilst all Savoy program hardware locks are compatible with one
another, third party hardware locks may cause problems. Such problems
can usually be resolved by rearranging the order in which the hardware
locks are chained or by plugging them in different ports.

USB hardware locks

USB hardware locks are becoming the norm with the gradual phasing out
of the parallel port. There are fewer problems with USB dongles since
they cannot be stacked.

Important

Replacement Savoy hardware locks will only be issued to holders of
current support and maintenance contracts on return of a damaged
hardware lock. If the damaged hardware lock cannot be produced a
replacement copy of AutoTrack will have to be purchased.
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Initialising AutoTrack

Before you can use the hardware lock for the first time you will need to
initialise it by entering an Initialisation Keycode. This code is normally
supplied to you once you have confirmed receipt of the software and
dongle.

When you run AutoTrack for the first time it will warn you that the dongle
has not yet been initialised and prompt you for an initialisation code.
Once you have initialised your dongle you may discard the code which
you will not need again.

Note
The Initialisation Keycode is different from an Update Keycode which can
only be used on a dongle that has already been initialised.

Updating the AutoTrack version

Each time you install a new version of AutoTrack you will need to enter
an Update Keycode. This code will normally be emailed to you
automatically when you download the new version.

To enter the update keycode:-
1. Install the new version of AutoTrack and run it.

2. You will be warned that you are not authorised to use this version
and prompted to enter an update code.

3. Follow the prompts and enter the supplied keycode.

The update code changes the authorised version held in the dongle so
once you have successfully applied the code you will not need to enter it
again, even if you move the dongle to another computer.

Note
The update code changes with every version and once successfully
applied may be discarded.

Upgrading AutoTrack functionality

The AutoTrack modules that you are able to use are controlled by the
hardware lock. Extra modules, if purchased, may be activated by
entering an Upgrade Keycode. This code will be supplied by Savoy
once we have your confirmed order for additional modules. However,
before we can generate the code we need the User Code from your
installation.

To locate the User Code:-
1. Run Start > Programs > AutoTrack > Hardware Lock Manager.
2. Click Seach for Savoy hardware locks to locate your dongle.
3. Select the dongle and click Details.
4. The User Code is the second item down.

To enter the Upgrade Keycode:-
1. Run Start > Programs > AutoTrack > Hardware Lock Manager.
2. Click Search for Savoy hardware locks to locate your dongle.

3. Select the dongle and click Update.
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4. Follow the prompts and enter the supplied keycode.

Licences

Depending upon your licence you may be able to run AutoTrack on more
than one computer.

Single user licences

You may install the software on as many machines as you wish but will
only be able to run it on computers running 32-bit or 64-bit Windows with
an AutoTrack hardware lock plugged into the parallel or USB port.

Network licences

You may install the software on as many machines as you wish but will
only be able to run it on computers running 32-bit or 64-bit Windows that
have a network link to the server that has the hardware lock plugged into
its parallel or USB port.

Trial copies

Trial copies of AutoTrack may be issued with a licence that has a limited
life. Once the licence expires the protection system will prevent the
program from operating.

To convert an evaluation copy to the full version or to extend the
evaluation period, the software will need to be relicensed. Relicensing
involves issuing a new hardware lock or authorisation code.

Demonstration copies

Demonstration copies do not require a hardware lock because they
distort the vehicles randomly thereby rendering them useless for real
work. You may install demo copies on as many computers as you wish.

Rental licences

Rental licences use a software licence which can be purchased and
extended online. No physical lock is required but an internet connection
is required. You may install AutoTrack on as many computers as you
wish and the licence can be transferred between installations.
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Installing the software

AutoTrack can be installed with either a single user hardware lock, which
should be plugged into the computer being used, or with a network
hardware lock which may be plugged into a computer remote from the
one in use.

The software is available on CD or as either a Windows Installer (msi) file
or a standalone self-extracting (exe) file.

The installer files have names of the form ATRxxx . EXE Or ATRxxx .MSI
where xxx is the version number, e.g. ATR922 .EXE. Note that these
files contain the full product and will install a full copy or update an
existing copy.

The CD contains some additional utilities and has a navigation menu but
otherwise the AutoTrack product is identical.

Note

You can configure AutoTrack to warn you when updates become
available. If you download these updates they are placed in the My
Documents\My AutoTrack Data\Updates folder. If you obtain
updates by visiting the web site we recommend that you place these files
in the same area.

Single user version
1. Switch on the computer.

2. Do not plug the dongle in yet. If you have already plugged it in
then unplug it before proceeding.

3. Login to Windows making sure that you have Administrator
rights and check that there is 600MB (max) free for the program
files.

4. If you have a CD
Insert the AutoTrack CD and when it starts select Install /
Update / Remove AutoTrack. When Setup starts follow the
prompts to install AutoTrack, selecting the Express install option.
See Installing, modifying, repairing or removing AutoTrack from a
CD or from a self-extracting installer (exe) file, later in this
section, to perform a Custom install or for more details.

If you have a self-extracting (exe) file

Double click on the file. When Setup starts follow the prompts to
install AutoTrack, selecting the Express install option. See
Installing, modifying, repairing or removing AutoTrack from a CD
or from a self-extracting installer (exe) file, later in this section, to
perform a Custom install or for more details.

If you have a Windows Installer (msi) file

Double click on the file. When Setup starts follow the prompts to
install AutoTrack, selecting the Typical install option. See
Installing, modifying, repairing or removing AutoTrack from a
Windows Installer (msi) file, later in this section to perform a
Custom install or for more details.

5. Shut down the PC, plug in the dongle and restart the computer.

USB dongles only

4 e Installing AutoTrack
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If you plugged in the dongle before installing the software it
probably will not be installed correctly. Refer to Removing a
partially installed USB dongle to remove and reinstall it.

Parallel dongles only

If you have a printer connected on the same port, switch that on
first, and then the computer. If you have other hardware locks
connected on the same port you may need to experiment with
the order.

6. If you opted to configure your system manually then carry out
any manual configuration (see Configuring AutoCAD manually or
Configuring MicroStation, Bentley PowerDraft, PowerCivil, Power
InRoads, Power GEOPAK or MX manually later in this section).

7. Repeat for any other computers on which you want to be able to
run AutoTrack.

Removing a partially installed USB dongle
1. Unplug the USB dongle.

2. Run the Hardware Lock Wizard and if there is a driver installed,
click the Uninstall Driver button.

3. Rerun the Hardware Lock Wizard and click the Install Driver
button.

Plug the USB dongle in.

Click Search for Savoy Hardware Locks to check that the
dongle can be found.

6. Close the Hardware Lock Wizard.

Network version

Warning
The installation of the network version of AutoTrack should be carried out
by a network administrator or system supervisor.

1. Decide which computer you will install the hardware lock on (the
licence server) bearing in mind that this computer must be left
switched on and possibly logged in at all times. We recommend
that this is neither a file server nor an AutoTrack client and we do
not recommend installing the network hardware lock on
computers running Windows 98.

2. Login to Windows making sure that you have Administrator
rights.

3. Install the NetHASP Licence Manager software (see Installing
the NetHASP Licence Manager software (Network version only)).

4. USB dongle
Plug the hardware lock into the USB port.

Parallel dongle
Close down and switch off the computer. Plug the hardware lock
into the parallel port and then restart it.

Note

If you have a printer connected then switch that on first and then
the computer. If you have other hardware locks connected then
you may need to experiment with the order.

Quick Start Manual for AutoTrack
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5. The optional NetHASP Licence Monitor allows you to monitor
licence usage and may be installed on any computer, including
the server if you wish (see Installing the NetHASP Licence
Monitor software (Network version only)).

6. Go to first of the computers on which you wish to install
AutoTrack, login to Windows making sure that you have
Administrator rights, and check that there is approximately
600MB (max) free on the installation drive for the program files.

7. If you haveaCD
Insert the AutoTrack CD and when it starts select Install /
Update / Remove AutoTrack. When Setup starts follow the
prompts to install AutoTrack, selecting the Express install option.
See Installing, modifying, repairing or removing AutoTrack from a
CD or from a self-extracting installer (exe) file, later in this
section, to perform a Custom install or for more details.

If you have a self-extracting (exe) file

Double click on the file. When Setup starts follow the prompts to
install AutoTrack, selecting the Express install option. See
Installing, modifying, repairing or removing AutoTrack from a CD
or from a self-extracting installer (exe) file, later in this section, to
perform a Custom install or for more details.

If you have a Windows Installer (msi) file

Double click on the file. When Setup starts follow the prompts to
install AutoTrack, selecting the Typical install option. See
Installing, modifying, repairing or removing AutoTrack from a
Windows Installer (msi) file, later in this section to perform a
Custom install or for more details.

8. If you opted to configure your system manually then carry out
any manual configuration (see Configuring AutoCAD manually or
Configuring MicroStation, Bentley PowerDraft, PowerCivil, Power
InRoads, Power GEOPAK or MX manually).

9. If you want to be able to monitor licence usage from this
computer, install the NetHASP Licence Monitor (see Installing
the NetHASP Licence Monitor software (Network version only)).

10. Repeat steps 6 to 11 for any other computers on which you want
to be able to run AutoTrack.
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Installing the NetHASP Licence Manager software
(Network version only)

The network licence manager can be installed on a Windows
NT/2000/XP/7 network or a Novell Netware network. We do not
recommend that it be installed on a computer running Windows 98.

Warning
The installation of the hardware lock on a network server should be
carried out by a network Administrator or system supervisor.

Installing the licence manager on a Windows
NT/2000/XP/7 server

1. Do not plug in the hardware lock until you have installed the
licence manager.

2. Insert the CD in the CD ROM drive. The CD will start
automatically if autorun is enabled and you can proceed to step
5. If the CD does not start automatically then proceed as
follows:-

3. Click the Start button and select Run. The Run dialog will
appear.

Run T B

= Twpe the name of a program, folder, document, ar
Intermet resource, and Windows will open it For you,

Open: I dtsetup| j

Ok I Cancel | Browse..., |

Windows 2002 Run dialogue

4. Type d:setup (change the drive letter to suit your CD) and click
on OK.

5. The CD browser will appear.

B AutoTrack 9

@ @ Install / Update / Remove AutoTrack

autotrack Run AutoTrack Online Tutorial

designs for movement

O |

,

®

@)

N/ Browse CD contents

@)

MY Contactus

CD Browser
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6. Click Install Network Utilities and then Install NetHASP Licence

Manager on a Win32 computer.

7. The HASP Licence Manager Installation screen will appear.

+HASP License Manager Installation x|

HASP

Welcome

Thiz installation program will install the HASP License
M anager on your system.

HASP Licensze Manager version 831

For the inzstallation to succeed, there must nat be 3 HASP
License Manager running. If one is running, please select
"Cancel", stop the License Manager and try again.

Aladdin

LCancel |

NetHASP Licence Manager Installation dialog

8. Click Next. Accept the Aladdin licence agreement. The

Installation Type dialog will appear.

+Installation Type

HASP

ol

Aladdin

Do you want to install HASF License Manager az an

H application or az a service?

 Application [nharew32. exe)

x|

< Back I Mext > I LCancel |

NetHASP Licence Manager Installation Type dialog

9. We recommend that you select the Service setup. This will
install the Licence Manager as an NT service and mean there is
no need to log in to the computer to use the Licence Manager. If
your operating system does not allow you to install the Licence
Manager as a service then select the Application setup.

10. Click Next. The Choose Destination Directory dialog will appear.

8 e Installing AutoTrack
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11.

12.

13.
14.

#+Choose Destination Location

HASP

Setup will inztall HASP Licenze b anager in the following

falder.
Toinstall into a different folder, click Browse and select
anather falder,

ou cah chooze not to install HASP License Manager by
clicking Cancel ta exit Setup.

" Destination Folder

Aladdin

C:\Program Filez\AladdinsHASP Lk Browse... |

< Back

NetHASP Licence Manager Choose Destination Directory dialog

If you wish to change the default location then click Browse and

select your preferred directory.

Click Next. The Select Program Manager Group dialog will

appear.

;.Select Program Manager Group

HASP

License Manager icons ta:

Enter the name of the Pragram Manager group ta add HASP

x|

Accessories
Adminiztrative Tools
Autodesk

AutoTrack 7

Games

Paint Shop Pro B

Shuttle

Startup

#erax Office Printing
#PC 802 11a Wireless Kit

Aladdin

< Back I Mext > I

LCancel |

NetHASP Licence Manager Select Program Manager Group

dialog

Select your preferred group.

Click Next. At this point, if you opted (contrary to our
recommendation) to install the Licence Manager as an
application, the Put Into Startup Folder dialog will appear.

Quick Start Manual for AutoTrack
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Z+Put Into Startup Folder |

HASP
L Should a link ta the HASP License Manager be put inta the

@ startup folder?

€ Put inta Startup Falder
& Daon't put into Startup Folder

Aladdin

< Back

NetHASP Licence Manager Put Into Startup Folder dialog

15. Select Put into Startup Folder if you want the licence manager
to start automatically when the computer is rebooted.

16. Click Next. If you have a firewall enabled that would stop the
licence manager from working then the XP SP2 Firewall Settings
dialog will appear.

¢ %P SP2 Firewall Settings x|

The portz 475/J0F and 475/TCP must be enabled to allow

B ——
H }—ni_ 5 P HASF License Manager operation.

@ % Create firewall wles to enable these ports

= Don't change anything in the firewall nles

Hote: If you don't enable the ports now. HASP
Licenze Manager will not work properly until you
change your firewall rulez manually.

Aladdin

Cancel |

< Back

NetHASP Licence Manager XP SP2 Firewall Settings dialog

17. If you do not allow Setup to create the necessary firewall rules
then you will have to set them up manually or AutoTrack will not
work.

18. Click Next. The installation process will now start.

19. When the installation has finished the Device Driver Install dialog
will appear (note that you may not see this screen if you already
have a suitable device driver installed) and you will be given the
opportunity to install the HASP device drivers.
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#+Device Driver Installation =l

H TAL S P HASP License Manager needs a HASP HL Device Driver
version which is not curently installed on this system.

m H&SP HL Driveer Yersion: 5.24

This driver will be installed now.

Aladdin

LCancel |

NetHASP Licence Manager Driver Install dialog

20. The HASP device driver must be installed before the system will
work so we recommend that you click Next to install them now.
You should see a message that the hardware lock drivers have
been successfully installed.

21. Click Next. The Start Licence Manager dialog will appear.

;.HASP License Manager 5'
H I"AL S P HASF License Manager has been successfully installed.
Do pou want ko start it now 7
MOTE: HASP key must be attached to the spstem in
order to start the HASP License Manager.
& ires
" No
Aladdin
Finish I LCancel |

NetHASP Licence Manager Start Manager dialog

22. Make certain that the correct hardware lock is plugged in. The
licence manager will not start unless the key is attached.

23. Select Yes to start the Licence Manager and then click Finish.

24. At this stage if you are using a USB dongle it should be glowing
to indicate that it is working.
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Installing the licence manager on a Novell
Netware server

Warning
The Licence Manager will only work on servers which have IPX installed.
You should use the Win32 Licence Manager for Netware IP installations.

1. Plug the hardware lock into the parallel port of your Novell
Netware file server.

2. Copy the file HASPSERVE . NLM to the system directory of the file
server.

To load the Licence Manager type

load haspserv

To remove the Licence Manager type

unload haspserv

To load the Licence Manager automatically, add the line

load haspserv

© © N o 0~ ®

to the file AUTOEXEC.NCF in the sys:system directory.

Moving the NetHASP Licence Manager (Network
version only)

If you wish to move the network hardware lock to a different server then
proceed as follows:-

1. Uninstall or disable the NetHASP Licence Manager on the
original server.

2. Install the NetHASP Licence Manager software on the new
server as described above.

3. There is no need to enter a new authorisation keycode unless
you have updated AutoTrack.

4. If you have set up AutoTrack to look for the licence manager at a
specific IP address, you will need to update these now.
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Installing the Net
(Network version

HASP Licence Monitor software
only)

The Licence Monitor can be installed on any computer on any computer
on the network and allows users to see how many licences are currently
available.

Installing the licence monitor on a Windows
NT/2000/xp client computer

1. Insertthe CD in the CD ROM drive of the chosen client
computer. The CD will start automatically if autorun is enabled
and you can proceed to step 4. If the CD does not start
automatically then proceed as follows:-

2. Click the Start button and select Run. The Run dialog will
appear.

Run T B

= Type the name of a program, folder, document, ar
Internet resource, and Windows will open it For yvou.

Open: I d:setup] j

oK I Cancel | Browse.., |

Windows 2002 Run dialogue

3. Type d:setup (change the drive letter to suit your CD) and click
on OK.

4. The CD browser will appear.

B AutoTrack 9

[78) Install i Update { Remove AutoTrack
\w/|

autotrack @ Run AutoTrack Online Tutorial

designs for movement

Documentation
(User manual & Readme file)

Install Network Licence Utilities
(requires network hardware lock)

Other utilities & drivers
{inc. AutoCAD object enabler)

Visit the Savoy website
(www.savoy.co.uk)

CD Browser

5. Click Install Network Utilities and then Install NetHASP Licence
Monitor on a Win32 computer.

6. The Welcome dialog will appear.

Quick Start Manual for AutoTrack
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2 Welcome x|

Thiz program will install Aladdin Monitar 1.4.2 on

g “welcome o Aladdin Monitor 1.4.2 Setup program.
= Dour computer.

It iz strongly recommended that you exit all Windows programs
before running this Setup program.

Click Cancel to quit Setup and cloze any programs you have
running. Click Mest to continue with the Setup program .

WARMIMG: This program is protected by copyright law and
international treaties.

Unautharized reproduction or distribution of this program, ar any
portion of it, may result in gevere civil and criminal penalties,
and will be prosecuted ta the mazimumn extent possible under
law.

Aladdin

Cancel |

Welcome dialog

7. Click Next. Accept the Aladdin licence agreement and click
Next. The Choose Destination Location dialog will appear.

#2 Choose Destination Location 5'

Setup will install Aladdin Monitor 1.4.2 in the following folder.

Ta install inta a different folder, click Browse, and select
another folder.

“Y'ou can chooze not to install Aladdin Monitar 1.4.2 by clicking
Cancel to exit Setup.

" Destination Folder

C:\Program Files'wAladdin'h onitor Browse. . |

rﬂtladdil’l

< Back Cancel |

Choose Destination Location dialog

8. If you wish to change the default location then click Browse and
select your preferred directory.

9. Click Next. The Backup Replaced Files dialog will appear.

¥2 Backup Replaced Files x|

This installation program can create backup copies of all files
replaced during the installation. These files will be used when
the zoftware iz uningtalled and a rollback iz requested. If
backup copies are not created, you will only be able to
uninstall the software and not roll the system back to a
previous state. Do pou want to create backups of the
replaced files?

* Yes
" Mo

Pleaze zelect the directory where the replaced filas will be
copied.

"Backup File Diestination Directory

C:h.SdladdinMoritorsBACKLP Browse... |

Aladdin

< Back Cancel |

Backup Replaced Files dialog
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10. We recommend that you opt to backup replaced files so that, in
the event of a problem, you can reinstate your computer to the
state it was revert to the prior to installing the software.

11. Click Next. The Start Installation dialog will appear.

¥ start Installation x|

‘You are how ready to install Aladdin Maonitor 1.4.2.

Prezs the Mest button to begin the installation ar the Back
button to reenter the installation information.

-.r"‘daddin

Cancel

Start Installation dialog
12. Click Next to begin the installation.

13. Once installed the Monitor can be run by selecting Start,
Programs, Aladdin, Monitor, AKS Monitor.
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Installing, modifying, repairing or removing AutoTrack
from a Windows Installer (msi) file

Run Windows as you normally would and follow the steps according to
the media type.

Note
Windows NT users MUST be logged in with Administrator rights to install
or update AutoTrack.

Installing AutoTrack

1. If you have downloaded a Windows Installer copy of AutoTrack
you will have a file with a .msi extension. The name of this file is
version specific but the file for v10.00 is called atr1000.msi. If
you cannot see the file extension and have two files that appear
to have the same name look for the one whose type is Windows
Installer Package. Double click on the file. The Welcome dialog
will appear.

i'.‘% AutoTrack Setup =13 x|

Welcome to the AutoTrack Setup Wizard

The Setup Wizard will install AutoTrack on your computer.
Click Mext to continue or Cancel to exit the Setup Wizard.

autotrack

designs for movement

Batck | Mext | Cancel I

AutoTrack Setup Welcome dialog
2. Click Next. The End-User Licence Agreement dialog will appear.
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i'._-!;'- AutoTrack Setup ;IEI ﬁl

End-User License Agreement

J
Please read the following license agreement carefully \ ' ’
Licence agreement -

This software is the property of Savoy Computing Services Limited.
It may be used only under the terms of the Licence Agreement.

Disclaimer
No warranty is given as to the results or performance of this Software.

The User is responsible for satisfying himself that the Software is
suitable for his purpose and performs in accordance with the claims in =

[ 1accept the terms in the License Agreement

Print | Back I [ent I Cancel |

End-User Licence Agreement dialog

3. Tick | accept the terms in the licence agreement and click
Next. The Customer Information dialog will appear.

i'.‘% AutoTrack Setup 5'

Customer Information
J
Please enter your customer information \ e ’

User Name:
IThe Boss|

Organization:

ISa\roy Computing Services Ltd

Back I Mext I Cancel |

Customer Information dialog

4. Enter your details and click Next. The Setup Type dialog will
appear.
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i AutoTrack Setup ] |

Choose Setup Type 7\
Choose the setup type that best suits your needs '{ ' "

Automatic installation for CAD systems found and the most common features
and options.

Custom |

Choose which program features will be installed and where they will be
installed. Recommended for advanced users.

Compact |

Automatic installation for CAD systems found, but allows you to set other
features and options.

Back | et | Cancel |

Setup Type dialog

5. Select Typical to install AutoTrack on all available platforms. On
AutoCAD platforms AutoTrack will be installed on the AutoTrack
profile (which will be created if necessary). Update checking will
be enabled. The XviD compression codec will be installed.
Adobe Acrobat Reader will be installed if necessary. Go to step
42,

Select Custom to choose which platforms you want to install or
to exclude certain options. Go to step 6.

Select Compact if you want to install AutoTrack on all CAD
systems found but want to specify the options. This option is
ideal for creating silent script installs. Go to step 10.

6. The Custom Setup dialog will appear.

i'él‘ AutoTrack Setup. i ]
Custom Setup
LY
Select the way you want features to be installed. \ e ’

Click the icons in the tree below to change the way features will be installed.

AutoTrack integration for
AutoCAD products

Bentley
Ericsys
SavoyCAD

Help Files

Libraries

p ¥viD Codec files (1.3.2)

This feature requires 0KB on
your hard drive. It has 2 of 5
subfeatures selected. The
subfeatures require 6508KE on
your hard drive.

Location: C:\Program Files (x86)\AutoTradk} Foroe |
Reset | Disk Usage | Back I Mext I Cancel |

Custom Setup dialog

7. Select and/or deselect the features you require from the tree
view. Note that AutoTrack Setup pre-selects all CAD systems it
finds on your computer.

8. Click Reset if you wish to return to the default selections.

The default install location is displayed just above the buttons. If
you wish to change this, click Browse and select an alternative.
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10. Click Next. The Network Licence Setup dialog will appear.

i AutoTrack Setup x|
Network Licence Setup y
Set up the way AutoTrack looks for licences on netwark versions only. '{ ke "
Ignore this screen if you are installing a stand-alone copy. '

[V This iz a network version

Network versions of AutoTrack will automatically search your network for a licence
manager. Alternatively, you may force AutoTrack to search for licence managers OMLY
on specified computers by entering their IF addresses below.

We recommend that you enter IP addresses if you know them.

First IP address to be explictly searched [55 ] Remave |
Second P address to be explictysearched | | [ [ [ ]| Remove |
Third 1P address to be explicty searched | | [ |[ ][ ] Remove |
Fourth IP address to be explidtly searched |:| |:| |:| |:| Remove |

Back I Mext I Cancel |

Network Licence Setup dialog

11. Only tick This is a network version if you have a network
hardware lock. Otherwise untick this option.

12. By default network versions of AutoTrack search for a network
licence manager and maintain a search list automatically. We
recommend that you use this default functionality. However, you
may, if you wish, enter the IP addresses of up to four licence
manager servers on this dialog. These addresses can also be
maintained from AutoTrack.

13. Click Next. The Update Advice dialog will appear.

{& AutoTrack Setup x|
Update Advice y
Select the AutoTrack update features you wish to make available to '{ b "
end users, w

¥ Allow users to check for updates from within AutoTrack
™ Allow users to check manually only

¥ Allow users to download updates if available

Mote that users will not be able to re-enable in AutoTrack options that are disabled on
this screen.

Back I Mext I Cancel |

Update Advice dialog

14. By default end users have options to check for more recent
versions of AutoTrack either automatically (at a specified time
interval) or manually.

If you wish to prevent users from checking for updates entirely
then untick Allow update checking.

If you wish to only allow them to perform manual checks then tick
Allow manual check only.
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15.

16.

17.

18.

Finally, to allow them to check for updates but prevent them from
downloading the file untick Allow downloads.

Click Next.
{& AutoTrack Setup x|
Configuration of CAD Systems ¢
Setup can configure your CAD systems and add desktop shorteuts if you \[ # ;‘

wish,

W Configure my CAD system{s) for me

[V Add desktop shortcuts for AutoTrack

Back I Mext I Cancel |

Configuration of CAD Systems dialog

You may either allow Setup to configure your CAD systems now
or leave it until the first time the software is run. We recommend
that you allow Setup to configure your CAD system so that when
subsequently uninstall the software all settings and registry
changes are reinstated. If you tick Add desktop shortcuts for
AutoTrack Setup will add a shortcut icon for each platform that
you have selected. Tick the options you require.

Click Next. If you have allowed Setup to configure your CAD
systems then the AutoCAD Profiles dialog will appear.

i'é'n AutoTrack Setup x|

AutoCAD Profiles

Y

On AutoCAD systems you may either add AutoTrack to the CURRENT profile or to a COPY
of the current profile called AutoTrack.

¥ Install on a copy of the current profile

Back I Mext I Cancel |

AutoCAD Profiles dialog

On AutoCAD you can opt to install AutoTrack onto a copy of the
current profile called AutoTrack or directly onto the current
profile. By default it is installed on a copy of the current profile.
Untick Install on a copy of the current profile if you want to
add AutoTrack to the current profile. If a profile called AutoTrack
already exists, AutoTrack will be added to it. If you opted to
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manually configure your system then AutoTrack will be installed
onto the current AutoCAD profile each time it is run if necessary.

19. Click Next. The Shared Data Directory dialog will appear.

x
Shared Data Directory R
v i v,
The shared data location should be a directory that is accessible by all users \ ' ’
of AutoTrack

[~ Shared Data Directory

Browse.., |

Back I Mext I Cancel |

Shared Data Directory dialog

20. Tick Shared Data Directory if you wish to allow your users to
share data within your organisation. The default shared data
directory will be displayed just above the Browse button.

21. To change the directory, click Browse and browse to the
required directory.

22. Click Next. The CAD Package Confirmation dialog will appear.

{t? AutoTrack Setup |

CAD Package Confirmation &
v H v
Support for the CAD systems listed below will be installed. \ ' ’

SavoyCAD -
AutoCAD 2008

AutoCAD 2012

AutoCAD Civil 3D 2012

Bricscad v11.4

Bentley MX Vi (SELECTseries 1)

Bentley Power InRoads V&i (SELECTseries 1)

Bentley PowerCivil V8i (SELECTseries 2)

MicroStation PowerDraft V7.1

MicroStation PowerDraft Vi (SELECTseries 1) —
Bentley MX VE XM Edition

Bentley Power GEOPAK V8i (SELECTseries 1)

MicroStation PowerDraft 2004 Edition =

Back I Mext I Cancel |
CAD Package Confirmation dialog

23. Double check that you are installing the correct versions and
click Next. The Ready to install AutoTrack dialog will appear.
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i'._% AutoTrack Setup ;IEIEI

Ready to install AutoTrack J v
\w’

Click Install to begin the installation. Click Back to review or change any of your
installation settings. Click Cancel to exit the wizard.

Back I ) Install I Cancel

Ready to Install AutoTrack dialog
24. Click Install to start the installation process.
25. When file copying is finished the Completed dialog will appear.

=1olxd

Completed the AutoTrack Setup Wizard

Click the Finish button to exit the Setup Wizard.

autotrack

designs for movement

[V View the ReadMe file now (Recommended)

Completed dialog

26. The readme file lists new features and bugs fixed in the new
version.

27. Click Finish.

Modifying, repairing or removing AutoTrack

Tip

We strongly recommend that you configure your copy of AutoTrack via
the AutoTrack entry in the Programs and Features applet (or, on older
copies of Windows, the Add/Remove Programs applet) in Control
Panel. Alternatively, proceed as follows:-

1. If you have downloaded a Windows Installer copy of AutoTrack
you will have a file with a .msi extension. The name of this file is
version specific but the file for v10.00 is called atr1000.msi. If
you cannot see the file extension and have two files that appear
to have the same name look for the one whose type is Windows
Installer Package. Double click on the file.
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2. If you see the Welcome to the AutoTrack Setup New Install
dialog then you do not have a copy of AutoTrack installed on
your computer. Refer to Installing AutoTrack.

Otherwise the Welcome to the AutoTrack Setup Maintenance
dialog will appear.

=lol]

Welcome to the AutoTrack Setup Wizard

The Setup Wizard allows you to change the way AutoTrack
features are installed on your computer or to remove it from
your computer, Click Mext to continue or Cancel to exit the

a U tot ra Ck Setup Wizard.

designs for movemeant

Eack I Mext I Cancel |

Welcome to the AutoTrack Setup Maintenance dialog

If you also get a message ‘Another version of this product is
already installed..." then you either have a different version of
AutoTrack installed or it was installed by a different installer. We
recommend that you configure or remove the software via the
AutoTrack entry in the Programs and Features applet in Control
Panel. Alternatively, obtain a copy of the original installer.

3. Click Next. The Change, repair or remove installation dialog

will appear.
SISIES
Change, repair, or remove installation
YEv
Select the operation you wish to perform. \ e ’

Lets you change the way features are installed.

Repair |

Repairs errors in the most recent installation by fixing missing and corrupt
files, shortcuts, and registry entries.

Remove |

Removes AutoTrack from your computer,

Back | fext | Cancel

Change, repair or remove installation dialog

If you have installed new CAD systems since you installed
AutoTrack, or if you did not originally install AutoTrack on all CAD
systems on your computer, then you will have an extra option to
Express Install support for the new CAD systems.
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i AutoTrack Setup ] |

Change, repair, or remove installation 7\
Select the operation you wish to perform, '\ ' "

Express Install

For quick installation of support for new CAD systems.

Change |

Lets you change the way features are installed.

Repair |

Repairs errors in the most recent installation by fixing missing and corrupt
files, shortcuts, and registry entries.

Remove |

Removes AutoTrack from your computer,

Back | et | Cancel |

Change, repair or remove installation dialog

4. If you just want to add AutoTrack support for newly installed CAD
systems then click Express Install. Setup will update your
system and close when it has finished.

If you wish to add or remove support for a specific CAD system
or to add or remove other program files (e.g. the on-line manual)
select Change. Refer to step 6 onwards in Installing AutoTrack.

If you have reason to believe that a file is missing or has become
corrupted then select Repair. This will reinstall all the files
installed by the previous setup to the same location.

If you wish to remove AutoTrack from your computer select
Remove. You will be asked to confirm and then AutoTrack will
be removed and Setup will close.
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Installing, modifying, repairing or removing AutoTrack
from a CD or from a self-extracting installer (exe) file

Run Windows as you normally would and follow the steps according to
the media type.

Note
Windows NT users MUST be logged in with Administrator rights to install
or update AutoTrack.

Installing AutoTrack

1. If you have downloaded a self-extracting installer copy of
AutoTrack
You will have a file with a .exe extension. The full name is
version specific but the file for v10.00 is called atr1000.exe. If
you cannot see the file extension and have two files that appear
to have the same name look for the one whose type is
Application. Double click on the file to start the install and go to
step 6.

If you have an AutoTrack CD

Insert the CD in the drive. The CD should start automatically if
autorun is enabled and you can proceed to step 4. If the CD
does not start automatically then proceed as follows:-

2. Click the Start button and select Run. The Run dialog will
appear.

Run 21

= Type the name of a program, folder, document, ar
Internet resource, and Windows will open it For yvou.

Open: I d:setup] j

oK I Cancel | Browse.., |

Windows XP Run dialogue

3. Type d:setup (change the drive letter to suit your CD) and click
on OK.

4. The CD browser will appear.
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@ AutoTrack 9

Install / Update / Remove AutoTrack

Run AutoTrack Online Tutorial

autotrack

designs for movement

GORERE

Documentation
{User manual & Readme file)

Install Network Licence Utilities
{requires network hardware lock)

®

Other utilities & drivers
{inc. AutoCAD object enabler)

Visit the Savoy website
{www.savoy.co.uk)

Browse CD contents

Contact us

e ele @

CD Browser
5. Click Install / Update / Remove AutoTrack.

Warning

If you have a newer version of AutoTrack installed, or the object
enabler version these must be uninstalled manually before you
can install standard AutoTrack.

6. On the Choose Setup Language dialog you can select your
preferred installation language. Click Next.

7. If you are installing AutoTrack for the first time on a computer the
Welcome to the Installshield Wizard for AutoTrack dialog will
appear. Go to the next step.

If instead you see the Welcome to the AutoTrack Setup
Maintenance dialog then you already have this version of
AutoTrack installed on your computer. Refer to Modifying,
repairing or removing AutoTrack.

If you already have a different version of AutoTrack installed then
you will see the Version Already Installed dialog.

AutoTrack - InstallShield Wizard x|
Yerzion already installed \_

Setup haz detected thiz version of AutaTrack installed by a different installer. This must be
uninstalled before pou can ingtall this version.

Cancel this installation.
g( | will uningtall the previous version(z) manually using the Add / Remove
; Frograms applet in Control Panel

Uninstall previous version[z] and then install this version

g Uninztall and update automatically (Fecommended)
=

| rtallShield

< Back | Hest > Cancel

Version Already Installed dialog

Before you can install a new version of AutoTrack any previous
version must be uninstalled. You have two options:-
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Select Cancel this installation if you don’t want the previous
version removed just yet or if you want to remove the previous
version yourself. Setup will close.

Select Uninstall and Update Automatically if you want Setup to
remove the previous version for you and install the new version.
When it has finished uninstalling the previous version you will
see the Welcome to the Installshield Wizard for AutoTrack dialog.

AutoTrack Setup x|

‘Welcome to the InstallShield Wizard for
AutoTrack

The InstallShield® Wwizard will install AutoTrack on your
computer. To continue, click Mest.

< Back | Mest > I Cancel |

Welcome to the Installshield Wizard for AutoTrack dialog

8. Click Next to start the installation process. The Licence
Agreement dialog will appear.

AutoTrack Setup

License Agreement

Fleasze read the following license agreement carefully,

Frezs the PAGE DOWHM key to see the rest of the agreement.

Licence agresment -

Thizs zaftware iz the property of Savoy Computing Services Limited.
It may be uzed anly under the terms of the Licence Agreement.

Dizclaimer

Mo warranty iz given as to the results or performance of this Software.

The User is responsible for satisfying himself that the Software is suitable for his purpose LI

Do pou accept all the terms of the preceding License Agreement? |f you zelect Mo, the setup
will close. To install &utoTrack, you must accept this agreement.

IrztallShigld

< Back ez Ma |

Licence Agreement dialog

9. Click Yes if you accept the terms of the licence agreement. The
User Information dialog will appear.
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10.
11.

12.

13.

AutoTrack Setup x|
Customer Information "]
Flease enter your information. | .

Fleaze enter your name and the name of the company for which you work.

Uszer Mame:

|The Boss

Company Mame:

ISavo_l,l Computing 5ervices Ltd

IrztallShigld

< Back | MNexst > I Cancel

User Information dialog
Enter your details.

Click Next. The Setup Type dialog will appear.

AutoTrack - InstallShield Wizard x|

Setup Type k

Choose the Setup Tupe that best suits pour needs

Express
g Recommended for rmost users - Program will be inztalled ta all CAD systems
found with default optionz.

Compact
Fecommended for silent netwark install - Program will be installed to all CAL
systemns found but with selected options.

= Custom
mJ Recommended for advanced users - Program will be installed to selected
= CAD gpstems and with selected options.
| rtall=Shield

< Back | [est > | Cancel |

Setup Type dialog

Select Express to install AutoTrack on all available platforms. On
AutoCAD platforms AutoTrack will be installed on the AutoTrack
profile (which will be created if necessary). Update checking will
be enabled. The XviD compression codec will be installed.
Adobe Acrobat Reader will be installed if necessary. Go to step
42,

Select Compact if you want to install AutoTrack to all CAD
systems found but want to specify the options. This option is
ideal for creating silent script installs. Go to step 20.

Select Custom to choose which platforms you want to install or
to exclude certain options. Go to step 13.

The Stand-alone AutoTrack dialog will appear.
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x
Stand-alone AutoTrack ‘ ]

Tick to inztall the stand-alone version and l’\m

click Mext for AutaCAD and MicroStation systems.

¥ Stand-alone ‘Windows host

IrztallShield

< Back I Mewt > | Cancel |

Stand-alone AutoTrack dialog

14. Tick the box if you want the stand-alone Windows host installed.

15. Click Next. A series of third party CAD system selection dialogs
will appear starting with BricsCAD, followed by AutoCAD 14
based CAD systems.

AutoTrack Setup |

CAD Syztem [Page 1] ‘ y
Select the required AutoCAD R14 bazed spsterns and l""\h

click Mexst for other AutoCAD and MicroStation systems.

¥ fuoCAD R14 |C:\Pragram FileshautaCAD R1444C Browse...l
I AutoCAD Map B2 Browse...l

|
I™ AutoCAD Map R I Biowse. |
[~ AutcCAD Land Desktop | Browse...l
|
|

I~ AutoCAD Architectural Desktop Brawze,.. I
™ Other AutaCAD R14 based system Browse. .. I

| rztallShield

< Back I Mext > I Cancel |

CAD System dialog (AutoCAD R14)

16. Select the AutoCAD R14 based systems on which you wish to
run AutoTrack by ticking the appropriate boxes. Note that all
CAD systems that Setup has found on your system will have the
CAD program executable file in the edit box and will be selected
by default. Setup can only fully install and configure AutoTrack
for CAD systems that it can find.

17. If you wish to install support for a system that has no file listed
then tick the option and click the appropriate Browse button.
Now browse to the directory where Setup can find the required
file. Any CAD system that you select that does not have a path
listed will not be correctly installed.

18. Click Next. The AutoCAD 2000/2000i based system selection
dialog will appear now followed by pages for AutoCAD 2002 to
2012, MicroStation systems followed by MicroStation derivative
systems.
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CAD System [Page 8)

Select the required MicroStation 8 systems

I~ MicroStation v8 I Browse...l

™ MicroStation +8.1 I Browse...l

¥ MicroStation v 2004 E dition IE:\F‘rogram Filez\Bentley\Program’.  Browse. .. I

™ MicroStation v8 =i I Browse... I
IriztallShield

IWI Next > | Cancel |

CAD System dialog (MicroStation V8)
19. Select the MicroStation based systems on which you wish to run
AutoTrack by ticking the appropriate boxes.
Note
All versions found on your computer are selected by default.
20. Click Next. The Choose Destination Location dialog will appear.

AutoTrack - InstallShield Wizard x|

Choose Destination Location

Select folder where setup will install files.

Setup will install AutaTrack in the following folder.

To install to this folder, click Next. To install to a different folder, click Browse and select
anather folder.

C:%Program Files\AutoTrack Browse. .. |

| rztallShield

" Destination Folder

< Back | Mext » I Cancel |

Choose Destination Location dialog

21. If you wish to change the default location then click Browse and
select your preferred directory.

22. Click Next. If you selected the custom installation then the
Select Components dialog will appear.
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AutoTrack Setup

Select Components

Select the components setup will install

Select the components you want to ingtall, and deselect the components you do not want ta
install.

— D escription

) Wehicle libraries Help Files
Parking standards for uze with AutaTrack

v ¥ideo Tutrial

93.99 MB of zpace required on the C diive
1058.45 MB of space available on the C drive
InztallShigld

< Back | MNexst > I Cancel |

Select Components dialog
23. Select the components that you require by checking the boxes.

24. Click Next. The XviD Compression Codec dialog will appear.

AutoTrack - InstallShield Wizard

¥wiD ¥Yideo Compression Codec

_x

The #wilr video compreszion codec can reduce file size for animations that you zave to
maovie filez. It iz normally more efficeint than any of the standard Windows codecs.

¥ Install the $iD compression codec

| rtall=Shield

< Back | MNext > I Cancel |

XviD Video Compression Codec dialog

25. If you create an AVI file of an animation you will probably need to
use a video compression codec to reduce the file size to a
manageable level. Various video compression codecs are
installed with Windows as standard but we have found the XviD
video compression codec to be better than these in terms of both
compression level and quality.

26. Click Next. The Adobe Acrobat Reader dialog will appear.
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AutoTrack - InstallShield Wizard x|

Adobe Acrobat Reader ‘ —

uch of the AutoTrack documentation iz in Adobe Acrobat format. If Acrobat Reader iz not
inztalled pou rmay nat be able o read it.

¥ Install sdobe Acrobat Reader if necessany

| rtallShield

< Back | MNexst > I Cancel |

Adobe Acrobat Reader dialog

27. More than likely you already have Adobe Acrobat Reader
installed on your computer but if you don’t then you will not be
able to read or print the AutoTrack documentation.

28. Click Next. The Network Licence Setup dialog will appear.

AutoTrack Setup x|
Metwork Licence Setup ‘ i
Setup the way AutoTrack looks for licences on network, versions '*:h
only. lgnare this screen if you are installing a stand alone copy. ‘

—W Thisz iz a network verzion

Metwork. verzions of AutoTrack will automatically search on your netwaork for & licence
manager. Alternatively, you may force AutoTrack to search for licence managers OMLY
on specified computers by entering their IP addrezzes below.

We recommend that vou enter [P addresses if you knaw them.

Fist I adldress to be expiicitly searched [ [ [ Remoe
Second IP addresstobe ewplicty seached | | [ [ Remowe|
Thid IP address tobe explicitysearched [ [ [ [ Remove|
Fouth |P addiess to be explicity searched [ | [ [ Remove|

|rstallShield

< Back I Mext > I Cancel |

Network Licence Setup dialog

29. Only tick This is a network version if you have a network
hardware lock. Otherwise untick this option.

30. By default network versions of AutoTrack search for a network
licence manager and maintain a search list automatically. We
recommend that you use this default functionality. However, you
may, if you wish, enter the IP addresses of up to four licence
manager servers on this dialog. These addresses can also be
maintained from AutoTrack.

31. Click Next. The Internet Access dialog will appear.
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AutoTrack - InstallShield Wizard

Internet Access
IF you use a prasy server to access the internet set these values

—I¥ Uss proxy server

All about prosy servers

P[U:’:}' FEMVEN Name I

Prozy server account [if required) I

Prozy zerver password [if required) I

¥ Use Ping to check for intemet access

InztallShield

<Back I Mewt > I Cancel |

Internet Access dialog

32. If you use a proxy server then you should enter the details here.
You may suffix the Proxy server name with the port number if
required, e.g. www.savoy.co.uk:8080.

33. Click Next. The Shared Data Directory dialog will appear.

AutoTrack - InstallShield Wizard

Shared Data Directory

The zhared data location should be a directary that iz accessible by all uzers of AutoTrack

Browse... |

IrztallShield

< Back | Mext » I Cancel |

Shared Data Directory dialog

34. Enter the full path of the directory you wish to use to share data
within your company or department.

35. Click Next. The Update Advice dialog will appear.
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AutoTrack Setup x|

Update Advice ﬂ =

Select the AutaTrack update features you wish to make available to |’\h

end users.

v Allow users to check for updates from within AutoT rack

I~ Allow users to check manually orly

W Allow users to download updates if available

Mate that ugers will not be able to re-enable in AutaT rack options that are disabled on thiz
SCIEEN.

InztallShisld

< Back I Mewt > I Cancel |

Update Advice dialog

36. By default end users have options to check for more recent
versions of AutoTrack either automatically (at a specified time
interval) or manually.

If you wish to prevent users from checking for updates entirely
then untick Allow users to check for updates from within
AutoTrack.

If you wish to only allow them to perform manual checks then tick
Allow users to check manually only.

Finally, to allow them to check for updates but prevent them from
downloading the file untick Allow users to download updates if
available.

37. Click Next. The Configuration of CAD systems dialog will
appear.

AutoTrack Setup |
Configuration of CAD Systems ‘ i

Setup can configure your CAD spstems and add desktop shortouts if you wish.

¥ Configure my CAD system(s] for me
[V &dd desktop shortouts for AutoT rack

| rztallShield

< Back | Mext » I Cancel |

Configuration of CAD systems dialog

38. You may either allow Setup to configure your CAD systems now
or leave it until the first time the software is run. We recommend
that you allow Setup to configure your CAD system so that when
subsequently uninstall the software all settings and registry
changes are reinstated. If you tick Add an AutoTrack desktop
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shortcut Setup will add a shortcut icon for each platform that you
have selected. Tick the options you require.

39. Click Next. If you have allowed Setup to configure your CAD
systems then the AutoCAD Profiles dialog will appear.

AutoTrack Setup x|

AutoCAD Profiles A .
"

On AutoCAD systems you may either add AutaT rack to the CURREMT profile or to a COPY of
the current profile called AutaT rack.

¥ Install on a copy of the curent profile

|rnztallShield

< Back | Mext » I Cancel |

AutoCAD Profiles dialog

40. On AutoCAD you can opt to install AutoTrack onto a copy of the
current profile called AutoTrack or directly onto the current
profile. By default it is installed on a copy of the current profile.
Untick Install on a copy of the current profile if you want to
add AutoTrack to the current profile. If a profile called AutoTrack
already exists, AutoTrack will be added to it. If you opted to
manually configure your system then AutoTrack will be installed
onto the current AutoCAD profile each time it is run if necessary.

41. Click Next. The Select Program Folder dialog will appear.

AutoTrack - InstallShield Wizard x|
Select Program Folder ‘ ]
Pleaze select a program folder. *h

Setup will add program icons to the Program Folder isted belave. You may type a new folder
hame, of select one from the existing folders list. Click Mest to continue.

Pragrarm Folder:

Camtazia Studio 3
Click to 0D
Componentdne LI

| rztallShield

< Back | MNext > I Cancel |

Select Program Folder dialog

42. By default Setup will install AutoTrack to the AutoTrack folder.

Select an existing alternative or enter a new folder name if you
wish.

Note
You will not see this dialog if you are modifying an installation.
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43. Click Next. The Confirm Edits dialog will appear.

AutoTrack - Installshield Wizard x|
Confirm Install ‘ ]

&m.

Support for the following CAD spstems will be installed and configured autornatically:-

SavoypCAD [stand-alone version) ;I
AutoCAD 2005 on profile: AutaTrack [copy of ¢<Unnamed Profiles»]

AutoCAD 2006 on profile; AutaT rack [copy of <<Unnamed Profiles»]

AutaCAD 2007 on current profile; AutaTrack

AutaCAD 2008 on current profile; AutoTrack

FMicroStation +8 <M

i o

InstallShisld
< Back | MNext > I Cancel |

Confirm Edits dialog

44. Double check that you are installing the correct versions (and on
the correct AutoCAD profiles) and click Next. The installation
process will now start.

45. Once AutoTrack has been installed the XviD codec will be
installed if required followed by Acrobat Reader if required. In
both cases, follow the prompts and accept the default values.

46. Next the hardware lock driver will be installed. During driver
installation the hardware lock must be removed. The hardware
lock installer is designed to run with no user interaction and
should not be interrupted. You will be prompted to reinsert the
hardware lock as soon as it is safe to do so.

47. When file copying is finished the Copying Complete dialog will
appear.

AutoTrack Setup |
Copying Complete ‘ i

&&-.

Setup has finished updating AutaT rack on your computer. Mow wau may, if you wish, loak. at
the readme file to 2ee what has changed since the last version.

v \iew the FeadMe file now [Fecommended)

| rztallShield

< Back | Mext » I Cancel |

Copying Complete dialog

48. The readme file lists new features and bugs fixed in the new
version.

49. Click Next. The Setup Complete dialog will appear.
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AutoTrack Setup

Install5 hield Wizard Complete

The InstallShield \Wizard has successfully installed AutaTrack.
Click Finish to exit the wizard.

< Back | Finish I Cancel |

Setup Complete dialog

50. If it is necessary to restart your computer then you will be given
the option to restart it now or later. Select your preference and
click Finish.

51. If you chose to have Setup configure your CAD system for you
then you should now be able to see AutoTrack on the top menu
bar in AutoCAD or under the Applications menu on MicroStation.

52. If you chose not to allow Setup to configure your CAD system for
you then refer to the section entitled Configuring AutoCAD
manually or Configuring MicroStation, Bentley PowerDraft,
PowerCivil, Power InRoads, Power GEOPAK or MX manually as
appropriate.

Note

AutoTrack cannot be configured to run automatically from a
shortcut on Bentley MX. Users on this platform must load the
product manually.

Modifying, repairing or removing AutoTrack

Tip

We strongly recommend that you configure your copy of AutoTrack via
the AutoTrack entry in the Programs and Features applet (or, on older

copies of Windows, the Add/Remove Programs applet) in Control
Panel. Alternatively, proceed as follows:-

1. If you have downloaded a self-extracting installer copy of
AutoTrack
You will have a file with a .exe extension. The full name is
version specific but the file for v10.00 is called atr1000.exe. If
you cannot see the file extension and have two files that appear
to have the same name look for the one whose type is
Application. Double click on the file to start the install and go to
step 6.

If you have an AutoTrack CD

Insert the CD in the drive. The CD should start automatically if
autorun is enabled and you can proceed to step 4. If the CD
does not start automatically then proceed as follows:-

2. Click the Start button and select Run. The Run dialog will
appear.
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R

= Type the name of a program, folder, document, ar
5 Internet resource, and Windows will open it For yvou.

Open: I d:setup] j

oK I Cancel | Browse.., |

Windows XP Run dialogue

Type d: setup (change the drive letter to suit your CD) and click
on OK.

The CD browser will appear.

B AutoTrack 9

i:i @ Install / Update { Remove AutoTrack

autotrack @ Run AutoTrack Online Tutorial

Documentation

(User manual & Readme file)
Install Network Licence Uilities
(requires network hardware lock)

designs for movement

Other utilities & drivers
inc. AutoCAD object enabler)

Visit the Savoy website
(www.savoy.co.uk)

CD Browser
Click Install / Update / Remove AutoTrack.

Note
If you have other applications running you may get a warning to
close these applications so that shared files may be updated.

If you see the Welcome to AutoTrack Setup dialog then you do
not have a copy of AutoTrack installed on your computer. Refer
to Installing AutoTrack.

If you see the Earlier Version Found dialog then you are installing
a new version.

If you have installed new CAD systems since you installed
AutoTrack, or if you did not originally install AutoTrack on all CAD
systems on your computer, the Unsupported CAD Systems
Found dialog will appear.
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x
Unsupported CAD Systems Found ‘ 1

.

Setup hag detected newly inztalled CAD spstems for which AutoTrack support has not been
installed. Setup can express install these for you i you wish,

Add AutaTrack ta newly installed CAD systems anlp.
g [MicraStation »&)

Usze the kodify option
g Let me uze the Modify aption to select my requirements.

IrztallShield

< Back | st > | Cancel |

Unsupported CAD Systems Found Dialog

7. Depending upon your particular circumstances you may Add
AutoTrack to newly installed CAD systems only or Add
AutoTrack to all unsupported CAD systems. Setup will
update your system and close when it has finished. You may
also opt to Use the Modify option (see below).

If none of these apply, or if you opted to use the Modify option,
the Welcome to the AutoTrack Setup Maintenance dialog will

appear.
AutoTrack Setup x|
‘Welcome ‘ ]
Maodify, repair, or remove the program. |\. P

Select Modify to add support for new CAD systemns

i+ Modify

Select new program components to add or select curently installed
COMmpanehts o remove.

= Repair
ﬁ Reinstall all program components installed by the previous setup.

 Remaove

Remove all installed components.

IrztallShield

< Back | MNexst > I Cancel |

Welcome to the AutoTrack Setup Maintenance dialog

8. If you wish to add or remove support for a CAD system or to add
or remove other program files (e.g. the on-line manual) select
Modify. Refer to step 13 onwards in Installing AutoTrack.

If you have reason to believe that a file is missing or has become
corrupted then select Repair. This will reinstall all the files
installed by the previous setup to the same location.

If you wish to remove AutoTrack from your computer select
Remove. You will be asked to confirm and then AutoTrack will
be removed and Setup will close.
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Some points to note

Windows NT based systems (NT4, 2000, XP, 2003, Vista,
Windows 7, etc.)

Default location of application data files

By default the AutoTrack settings files, menus and other data files are
stored in folders in the common application data directory. This is usually
located as follows:-

On Windows XP or earlier itis C: \Documents and Settings\All
Users\Application Data\AutoTrack

On Windows Vista or later itis C: \Program Data\AutoTrack.
Storing application data files elsewhere

Where ever you choose to store your AutoTrack data files all users must
be granted FULL access rights to this location.

If you wish to store the AutoTrack application data files in another
location then create a file in the AutoTrack installation directory called
SAVOY . INI containing the following lines:-

[SETTINGS]
ApplicationDataDir={Application Data Directory}

Where the text in brackets (and the brackets themselves) should be
replaced with the full path (or the path relative to the program installation
directory) of the preferred data file location. For example:-

[SETTINGS]
ApplicationDataDir=D:\Example\AutoTrackAppData

You should then grant all AutoTrack users FULL access rights to this
location.

Storing application data with the program

If you would rather your settings, menus and other application data files
were stored with the program then we recommend that you do not
specify the installation directory itself but create a subdirectory. Create a
file in the AutoTrack installation directory called SAVOY . INI containing
the following lines (we recommend AppData as a directory name but
anything will do):-

[SETTINGS]
ApplicationDataDir=.\AppData

Then create AppData (or whatever you have called it) as a subdirectory
of the program installation directory and grant all users FULL access
rights. So, if you installed AutoTrack to the default location you need to
create a directory called C: \Program Files\AutoTrack\AppData.

Access rights

AutoTrack must be installed by someone with Administrator rights.
Depending upon your security policy, before you can run the software as
an end user you may need to make changes to the user profiles. Login
as a normal user and if AutoTrack is on the menu and runs you do not
need to make the following changes. If AutoTrack is not on the menu
and/or does not run then make the following changes as appropriate:-
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Grant all AutoTrack users FULL access rights to the common application
data directory. This is usually located as follows:-

On Windows XP or earlier, in the C: \Documents and Settings\All
Users\Application Data\AutoTrack subdirectory

On Windows Vista or later, in the C:\Program Data\AutoTrack
directory.

If you have specified an alternative application data directory in the
SAVOY. INI file then grant all AutoTrack users FULL access rights to this
directory.

Copy the AutoTrack menu from the Administrator's Start Programs menu
to each AutoTrack user's menu.

If you are using Roaming Profiles consult your IT Department for advice.
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AutoCAD object enabler

In the AutoCAD version of AutoTrack the path entity is a custom object
that is calculated and drawn by AutoTrack. Systems must therefore have
AutoTrack installed in order to update and maintain these objects. Proxy
graphics allow non-AutoTrack users to see the data (see Viewing
AutoTrack paths in AutoCAD if you don’t have AutoTrack) but the
functionality is very limited, e.g. you cannot snap to an AutoTrack path.

The object enabler is designed to give non-AutoTrack users limited
functionality over AutoTrack data, allowing them, for example, to move
reports or snap to a path to measure a distance. It also allows selection
and playback of animations contained within a drawing.

The AutoTrack object enabler is free to download and is also available on
the AutoTrack CD. It may be freely emailed to non-AutoTrack recipients
of AutoTrack drawings. It cannot be installed with standard AutoTrack
(there would be little point anyway).

This issue does not arise in the MicroStation or stand-alone versions that
use different techniques.

Important

Use of the object enabler does not in any way diminish our
recommendation that you save proxy graphics with your drawing.
Furthermore, you should note that if you make a change using the object
enabler proxy graphics will only be resaved if you have the appropriate
system variables set (see Viewing AutoTrack paths in AutoCAD if you
don’t have AutoTrack).

To install the object enabler version from CD

1. First make sure that you do not have AutoTrack, either a demo or
a full copy, installed.

2. Theninsert the AutoTrack CD and when the CD menu appears,
select Other Utilities. The installer will start.

3. Select Install Object Enabler version. Select Express to install
the object enabler on all versions of AutoCAD found.

To install the software from the web

1. Download the object enabler version. It will have a filename of
the form ATRxxxO . EXE, where xxx is the filename, e.g.
ATR9200.EXE.

2. To install the software click the Start button on the Windows
taskbar and select Run.

3. Browse to the file you have downloaded and click Open followed
by Run. The installer will start.

4. Select Install Object Enabler version. Select Express to install
the object enabler on all versions of AutoCAD found.
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Scripted 'silent’ |
installer

nstallations using the self-extracting

AutoTrack Setup is fully ZENworks compatible allowing the full version
(i.e. not the demo version) to be installed centrally and distributed on
demand over a network with no user prompts.

The following instructions assume that you plan to install the software
onto one or more client computers from a central source (file server).

Apart from obvious criteria such as adequate disk space, a successful
silent installation requires that:-

¢ the install source files are mapped to the same location for all
client PC's, and

e you either specify a Compact install or that all client
computers have the selected CAD system(s) installed in the
same location and run at least once.

Adobe Acrobat Reader and the XviD compression codec are third party
applications and their installers require some user interaction. If you
would rather users did not have to interact with the install process you
should select Custom install and deselect these two options. Both items
are installed if you perform an Express install.

Creating the install script

You must create the installation script on a client computer that is set up
exactly as the other computers on which it will be installed silently.

1. Either copy the ATRACK directory from the AutoTrack CD to a
suitable location on your file server's hard disk, or download the
compressed file (e.g. atr920.exe) from the Savoy website to a
suitable location on your file server’s hard disk, such as a
directory called ATRACK.

2. Now go to one of the client computers. To create the silent
install script you need to run either setup.exe from the ATRACK
directory on the server hard disk or the downloaded file (e.qg.
atr920.exe) with a -r switch. The easiest way to do this is to
create a shortcut on the desktop.

3. Browse to the ATRACK directory, right click on the file
setup.exe or the downloaded file (e.g. atr920.exe) and
select Create Shortcut.

4. Move the shortcut to the desktop.

Right click on the new desktop shortcut, select Properties and
add -r to the end of the Target field. The Target field should
now read something like:-

f:\{source location}\atrack\setup.exe -r
or

f:\{source location}\atrack\atr920.exe -r

6. Click OK to close the properties dialog.

Quick Start Manual for AutoTrack

Installing AutoTrack e 43



7. Double click on this shortcut to start the AutoTrack installation
and follow the prompts to install AutoTrack in the normal way.

8. Your selections and values will be stored in a file called
setup.iss in the Windows directory. We recommend that you
do not tick the options on the Finish dialog to view the readme
file and to run the hardware lock wizard.

Note

If you intend to deploy AutoTrack while users are not logged in
then perform a Custom install and deselect the option Configure
my CAD systems for me.

Running a silent install

1. Working from a client computer, move the file setup.iss from the
Windows directory back to the ATRACK directory on the server's
hard disk.

2. Now use windows explorer to browse to the file setup.exe or
atr920.exe in the ATRACK directory on the server.

Right click on the file and select Create Shortcut.

Move the shortcut to a suitable location accessible by all
potential users (probably in a public area on the server).

5. Right click on the new desktop shortcut, select Properties and
add the -s switch to the Target field. The Target field should
now read something like:-

f:\{source location}\atrack\setup.exe -s
or

f:\{source location}\atrack\atr920.exe -s
6. Click OK to close the properties dialog.
Double click on the desktop shortcut to start the silent install.

8. If you want to store the setup.iss file in another location use the
additional switch —£1 to show Setup where to find it. For
example (no space between the £1 and the path):-

-fl{iss file path}\setup.iss

You may wish to create different iss files for installing, removing and
maintaining AutoTrack each named appropriately (e.g. install.iss,
remove.iss Ormaintain.iss) and referenced as described above.
Note however that the silent setup operation will fail if you run it out of
sequence, e.g. if you try to remove a copy of AutoTrack that has not been
installed it will fail. The error log file (setup.log) is created in the same
directory as the iss file. If the last entry in the file, under the heading
[ResponseResult], iS ResultCode = 0 then the operation was
successful; otherwise, if failed.

Note that even a silent install will fail with an error if certain criteria are
not met. These include the following:-

e inadequate disk space,
e previous version installed,

e no CAD system selected,
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e CAD system still running,

¢ the CAD system not having been run,

e not running with administrator rights,

e not having the required level of service pack,

e both AutoCAD 2000 and AutoCAD 2002 installed (not
allowed by Autodesk),

o failure to perform an automatic edit,
o failure to create the program folder, or

o failure to migrate settings.

Adding files to an installation

Setup can run a batch file or other executable after it has finished
installing AutoTrack if you supply the name of the file you wish to execute
as a command line switch in the following format:-

f:\{source location}\atrack\setup.exe -s -batch={batch
filename}

For example:-
c:\atrack\setup.exe —-s -batch=c:\atrack\setup.bat

Note
You can use the —-batch switch with the —£1 switch.

Uninstalling AutoTrack

You can uninstall AutoTrack without going to Control Panel run Setup
with a —uninst switch:-

f:\{source location}\atrack\setup.exe -uninst
However, this switch will still display a confirmation prompt.

To uninstall AutoTrack silently you will need to create an uninstall script.
To do this go to a client computer that has AutoTrack installed and follow
the steps in Creating the install script to create an uninstall script.

Updating AutoTrack

To perform a silent update of AutoTrack, we recommend that you run two
scripts, one to uninstall the old version and a second to install the new
version. This will require two . iss files referenced using the —£1

switch. For example you might run:-

c:\atrack\setup.exe —-s —-flc:\atrack\remove.iss
Followed by:-
c:\atrack\setup.exe —-s —-flc:\atrack\install.iss

These two commands could be run from a single batch file. However, if
you do this you should use the —sms switch to ensure that the first
instance of setup has finished before the second one starts. Hence your
batch file would look something like this:-

c:\atrack\setup.exe -s -sms -flc:\atrack\remove.iss
c:\atrack\setup.exe -s —-sms —-flc:\atrack\install.iss
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Configuring AutoCAD manually

Note

Registry changes made by either of the following 'manual’ methods will
not be removed when you uninstall the product and hence we
recommend that you allow Setup to configure your AutoCAD system for

you.

If you chose not to allow Setup to configure your copy of AutoCAD then
proceed as follows...

1.

Run AutoTrack from the Start Programs menu which will load
AutoCAD and AutoTrack. This will configure your system and
you should then be able to see AutoTrack on your AutoCAD
menu bar. Henceforth, however you run AutoCAD, AutoTrack
should appear on the menu bar.

Alternatively for all versions of AutoCAD and all derivatives except Civil
3D 2010 and later...

1.

2
3.
4

Run AutoCAD as you normally do.
Type APPLOAD at the command line.
If necessary change the Files of type box to include * . ARX.

Click the File button and browse to the AutoTrack directory
(Normally C: \PROGRAM FILES\AUTOTRACK).

Highlight the program file appropriate to your CAD system as
follows:-

For AutoCAD R14, Map R2, Map R3, Architectural Desktop,
Land Development Desktop and other derivative products load
the file ATRA140.ARX.

For AutoCAD 2000, 2000i, Map 2000, Map 2000i, Architectural
Desktop 2i, Land Development Desktop 2i and other derivative
products load the file ATRA150.ARX.

For AutoCAD 2002, Map 5, Map 6, Architectural Desktop 3,
Architectural Desktop 3.3, Land Desktop 3 and other derivative
products load the file ATRA1506 .ARX.

For AutoCAD 2004, Map 2004, Architectural Desktop 2004,
Land Desktop 2004 and other derivative products load the file
ATRA160.ARX.

For AutoCAD 2005, Map 2005, Architectural Desktop 2005,
Land Desktop 2005 and other derivative products load the file
ATRA161.ARX.

For AutoCAD 2006, Map 2006, Architectural Desktop 20086,
Land Desktop 2006, Civil 3D 2006 and other derivative products
load the file ATRA162 .ARX.

For AutoCAD 2007, Map 2007, Architectural Desktop 2007,
Land Desktop 2007, Civil 3D 2007 and other derivative products
load the file ATRA170.ARX.

For AutoCAD 2008, Map 2008, Architecture 2008, Land Desktop
2008, Civil 3D 2008 and other derivative products load the file
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ATRA171.ARX.

For AutoCAD 2009, Map 2009, Architecture 2009, Land Desktop
2009, Civil 3D 2009 and other derivative products load the file
ATRA172.ARX.

For 64-bit versions of AutoCAD 2009 based products, load
the file ATRA17264 . ARX.

For AutoCAD 2010, Map 2010, Architecture 2010, Land Desktop
2010 and other derivative products except Civil 3D 2010 load the
fle ATRA180 ARX.ARX.

For 64-bit versions of AutoCAD 2010 based products except

Civil 3D, load the file ATRA18064 ARX.ARX.

For AutoCAD 2011, Map 2011, Architecture 2011, Land Desktop
2011 and other derivative products except Civil 3D 2011 load the
file ATRA181 ARX.ARX.

For 64-bit versions of AutoCAD 2011 based products except

Civil 3D, load the file ATRA18164 ARX.ARX.

For AutoCAD 2012, Map 2012, Architecture 2012 and other
derivative products except Civil 3D 2012 load the file

ATRA182 ARX.ARX.

For 64-bit versions of AutoCAD 2012 based products except
Civil 3D, load the file ATRA18264 ARX.ARX. Click Open.

For AutoCAD 2013, Map 2013, Architecture 2013 and other
derivative products except Civil 3D 2013 load the file
ATRA190 ARX.ARX.

For 64-bit versions of AutoCAD 2013 based products except
Civil 3D, load the file ATRA19064 ARX.ARX.

6. Click Open.

7. Back in the Load/Unload Applications dialog click the Load
button and then close the Load/Unload Applications dialog.

8. If you use profiles then make the required profile current.

Type AUTOTRACK on the command line. AutoTrack will be
loaded and your CAD system will be configured for use.

10. Repeat steps 7 and 8 for other profiles as required.
For AutoCAD Civil 3D 2010 and later...
1. Run AutoCAD as you normally do.
2. Type NETLOAD at the command line.
3. If necessary change the Files of type box to include * . DLL.
4

Click the File button and browse to the AutoTrack directory
(Normally C: \PROGRAM FILES\AUTOTRACK).

5. Highlight the program file appropriate to your CAD system as
follows:-

For AutoCAD Civil 3D 2010 load the file ATRC180 ARX.DLL.
For AutoCAD Civil 3D 2011 load the file ATRC181 ARX.DLL.

For 64-bit AutoCAD Civil 3D 2011 load the file
ATRC18164 ARX.DLL.

For AutoCAD Civil 3D 2012 load the file ATRC182 ARX.DLL.
For 64-bit AutoCAD Civil 3D 2012 load the file
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ATRC18264 ARX.DLL.

For AutoCAD Civil 3D 2013 load the file ATRC190 ARX.DLL.
For 64-bit AutoCAD Civil 3D 2013 load the file
ATRC19064 ARX.DLL.

6. Click the Open button.
If you use profiles then make the required profile current.

8. Type AUTOTRACK on the command line. AutoTrack will be
loaded and your CAD system will be configured for use.

9. Repeat steps 7 and 8 for other profiles as required.
1.
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Configuring Micr

oStation, Bentley PowerDraft,

PowerCivil, Power InRoads, Power GEOPAK or MX

manually

Setup configures all Bentley CAD variants except MX (or MXROAD) to
run AutoTrack when run from the AutoTrack for [Bentley product] desktop
shortcut or menu item. AutoTrack can (and must for Bentley MX) also be
loaded manually via the MDL Applications dialog. However, Setup no
longer creates a new workspace and no longer adds AutoTrack to the list
of Available Applications in other workspaces. If you want to do this then
proceed as follows...

1. Run your Bentley CAD system as you normally would.
2. Select the User or Workspace you want to configure.

3. Create or open a file.
4

If you are running Bentley MX, the Workspace menu may not be
visible. Select CAD Menu from the File menu.

Select Configuration from the Workspace menu.
Select the category Primary Search Paths.

To make AutoTrack run in this workspace...

Click on MDL Applications from the edit box at the top right and
then click the Select button. Browse to the LOADERVS
subdirectory of the AutoTrack installation directory and click Add
to add it to the list. For example, if you installed AutoTrack to the
default directory you should browse to C: \PROGRAM
FILES\AUTOTRACK\LOADERVS8\ (LOADER\ on versions prior to
V8) and click Add.

Important
If you enter the path manually using the Edit button, then note
the backslash at the end of the path. This is critical.

8. Click Done to close the box. This will ensure that AutoTrack will
run in MicroStation but it will not be listed in Available
Applications.

9. To make AutoTrack available in this workspace...
Click on Visible MDL Applications from the edit box at the top
right and click the Select button. Browse to the LOADERVS8
subdirectory of the AutoTrack installation directory (LOADER\ on
versions prior to V8) and click Add to add it to the list. For
example, if you installed AutoTrack to the default directory on
MicroStation V8 you should browse to C: \PROGRAM
FILES\AUTOTRACK\LOADERVS\ and click Add.

Important
If you enter the path manually using the Edit button, then note
the backslash at the end of the path. This is critical.

10. Click Done to close the box. This will make AutoTrack visible to
you while running MicroStation but will not load it automatically.

11. Click OK to close the Configuration dialog and allow the system
to recognise the new search directories.
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12. Now reopen the Configuration dialog by selecting Configuration
from the Workspace menu.

13. Select the category Design Applications.

14. To make AutoTrack autoload in this workspace...
Look for ATRACK in the list of Available Applications.
Highlight the entry and click the Add button to add it to the list of
Applications to Load. This will make AutoTrack load
automatically when you start MicroStation with this workspace.

15. Click OK to close the Configuration dialog.

16. Restart MicroStation with this user and AutoTrack should be on
the Applications menu and the toolbar should be visible.

17. Repeat the above to configure other workspaces as required.

18. Select MX Menu from the MX drop down menu to redisplay the
MX menus if necessary.
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Configuring BricsCAD manually

Note

Registry changes made by either of the following 'manual’ methods will
not be removed when you uninstall the product and hence we
recommend that you allow Setup to configure your Bricscad system for

you.

If you chose not to allow Setup to configure your copy of BricsCAD then
proceed as follows...

1.

Run AutoTrack from the Start Programs menu which will load
BricsCAD and AutoTrack. This will configure your system and
you should then be able to see AutoTrack on your BricsCAD
menu bar. Henceforth, however you run BricsCAD, AutoTrack
should appear on the menu bar.

Alternatively for all versions of BricsCAD...

1.

2
3.
4

Run BricsCAD as you normally do.
Type APPLOAD at the command line.
If necessary change the Files of type box to include * . BRX.

Click the File button and browse to the AutoTrack directory
(Normally C: \PROGRAM FILES\AUTOTRACK).

Highlight the program file appropriate to your CAD system as
follows:-

For BricsCAD v11.1, load the file ATRB1101 .BRX.
For BricsCAD v11.2, load the file ATRB1102 .BRX.
For BricsCAD v11.3, load the file ATRB1103.BRX.
For BricsCAD v11.4, load the file ATRB1104 .BRX.
For BricsCAD v12.1, load the file ATRB1201 .BRX.
For BricsCAD v12.2, load the file ATRB1202 .BRX.

Back in the Load Application Files dialog click the Load button
and then close the Load Application Files dialog.

Type AUTOTRACK on the command line. AutoTrack will be
loaded and your CAD system will be configured for use.
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Resolving hardware lock problems

The Hardware Lock Wizard starts automatically to attempt to resolve
hardware lock problems detected whilst running AutoTrack. The wizard
should be self-explanatory but in the unlikely event that it is unable to
solve the problem please contact Savoy Computing Services for
assistance.

The Hardware Lock Manager may be run independently of AutoTrack
from the Start, Programs, AutoTrack program folder. This may be
necessary if you are installing an update or if you just wish to check the
status of your hardware locks.

Running the Licence Manager on the same
computer as AutoTrack

AutoTrack can now safely be run on the same computer as the Licence
Manager. However, you might need to add the "loopback” IP address to
the list of IP addresses to search. This is because machines listening out
for broadcast messages sometimes do not respond if the request is local.

To add the "loopback" address

1. Select Hardware Lock Manager from the Start, Programs,
AutoTrack menu. The Hardware Lock Manager will appear.

2. Click the Configure Network Settings button. The Network
Settings screen will appear.

Network Settings x|

—Iv¥ Obtain licence from a networked hardware lock

[ Newver check for single user hardware locks plugged into thiz computer

— TCPIF Setting
Look for the licence manager on the following computers

Fing |
Add... |
Femaye |

™ Let me manage these settings manually [not recommended)
¥ Add P addresses tothe above list automatically
¥ Enzble broadeast search for licence manager

Last status INo network searches have been caried out Test Settings |

Network Settings dialog

3. Click Configure Network Settings and add 127.0.0.1 to the
list of searched IP addresses.

4. Click the Test Settings button to check that all is well. If not
then refer to ldentifying and resolving problems.
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Running the Licence Manager on a remote
computer
AutoTrack may report one of two errors when it runs:-

1. No Free Licences Found.

2. No Licence Manager Found.

Message 1 means that there is not a problem, the licence manager has
been found BUT there are no available licences, try again later.

Message 2 means that there is a problem. Refer to the next section,
Identifying and resolving problems to fix it.

Identifying and resolving problems

1. Select Hardware Lock Manager from the Start, Programs,
AutoTrack menu. The Hardware Lock Manager will appear.

2. Click the Configure Network Settings button. The Network
Settings screen will appear.

MNetwork Settings x|

—I¥ Dbtain licence from a networked hardware lock
[ Never check for single user hardware locks plugged into this computer
— TCPIF Setting

Look for the licence manager on the following computers

Fing

Add... |
Femaye |

™ Let me manage these settings manually [not recommended)
¥ Add P addresses tothe above list automatically
¥ Enable broadeast search for licence manager

Last status INo network searches have been caried out Test Settings |

Network Settings dialog

3. The Last Satus field should indicate the problem. Likely values
include:-

15 - No Active NetHASP licence Manager was found

This message means that the licence manager could not be
found. To fix this, click the Add button and add the IP address of
the licence manager computer. This should only be needed if the
licence manager is running on a different subnet to the
application, i.e. a WAN copy. Having added the IP address, click
the Test Settings button to check that it now works.

If after adding the IP address, the computer is still unable to find
the licence manager, then you may have a firewall preventing the
system from working. To verify this we suggest that you
temporarily disable the firewall and click on the Test Settings
button again.

Note
The NetHASP licence manager that we use is not compatible
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with the newer HASPSRM licence manager and cannot co-exist
on the same server.

155 - LM old version was found

This message means that the licence manager has been found
BUT that it is an old version and needs upgrading. To fix this,
download the latest version of the licence manager (v8.32.5.40 at
the time of writing) from our web site (www.savoy.co.uk). Go to
the Downloads page and select 3rd party software and links.
Uninstall the current version from the licence manager machine
and install the new version as a service. Note that upgrading
the licence manager will NOT stop older versions of AutoTrack
from running. Note also that during the upgrade process the
licence manager machine may need to be re-booted.

129 - NetHASP key is not connected to the NetHASP Licence
Manager

This message means that the only licence manager found does
not have a AutoTrack key attached. To fix this, make sure that
the key is attached and then carry out the steps to add the IP
address of the actual server outlined in the solution to error 15
about.

133 - Number of stations exceeded

This message means that the licence manager has been found
but all the licences are in use. Try again later, or use the Licence
Monitor to see who is using the licences and get someone to
logout.

Technical Support

You may telephone Savoy Computing Services anytime during normal
UK working hours on +44(0)1580 720 011. Alternatively you may fax us
on +44(0)1580 720 022.

Normal working hours are 9am to 5.30pm GMT, Monday to Friday,
except Bank and National Holidays.

If it's out of office hours then you might like to try our web site on which
we post details of any known problems and how to work around them.
The site can be accessed at www.savoy.co.uk and you can email us at
support@savoy.co.uk. Both of these are available from the AutoTrack
drop down menu.

Finally, you can contact us by post at Savoy Computing Services Ltd.,
Clermont House, High Street, Cranbrook, Kent, TN17 3DN, England.
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Starting AutoTrack

AutoTrack can be run from within an AutoCAD or MicroStation session,
from the taskbar Start, Programs menu or from a desktop icon. In
future, when this manual refers to AutoTrack it is using the generic term
and what each user will see depends on what version they are licenced
to use.

Running stand-alone AutoTrack

= | gta,tl 2. Click on the Start button on the Taskbar and select

Start button AutoTrack for SavoyCAD from the Programs, AutoTrack
menu or click on the desktop icon AutoTrack for
SavoyCAD.

3. The first time the software is run, if AutoTrack cannot find
a valid licence, the Welcome dialog will appear with
options to run a full, rental or demo version. Select the
required version.

4. If you are licenced only to use the Templates Standard
version or have chosen to evaluate this product then you
will see the first page of the Template Wizard.

In all other versions you will be placed in the SavoyCAD
editor. AutoTrack should be visible on the top menu bar
and the toolbar should also be visible.
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Welcome dialog *"%

The Welcome dialog appears the first time the program is run, whenever
AutoTrack fails to find a valid licence or following a master reset.

£ welcome to AutoTrack |

Thank. pou for installing AutoTrack.

Fleaze zet your prefermed language [if neceszany] and indicate which version pou wizh to n

Prefered language I[Auto Detect] Currently English (British) j

Enter an Initialization Keycode / Bun a Hardware Lock Protected Yersion
(I have a phyzical hardware lock)

Enter a non-Rental Pazskey / Bun a Software Licence Protected Yersion
[I do not have a phyzical hardware lock)

Enter a Rental Pazzkey / Run a Rental Version
[l want ta rent a new licence or activate an existing licence)

Fun a Dema Yersion
[l juzt wankt ta ty the software)]

Welcome dialog

1. By default, the language is detected automatically based upon
your computer settings. However, if you would prefer to use a
different language select it from the Preferred Language drop
down list.

2. If you have purchased AutoTrack and have a USB or parallel
dongle then simply plug it in and click Enter and Initialisation
Keycode / Run a Hardware Lock Protected Version.

If you have not yet initialised the dongle you will be prompted to
enter the Initialisation Code. (On network versions you may
need to edit your Network Settings to tell AutoTrack where to
look for the dongle)

If the dongle you have plugged in has already been initialised
AutoTrack should just run.

3. If you have purchased AutoTrack and do NOT have a hardware
lock then click Enter a non-Rental Passkey / Run a Software
Licence Protected Version. The Activate Licence dialog “**%
will appear.

4. If you want to rent a copy of AutoTrack or receive a rental licence
from a colleague, click Enter a Rental Passkey / Run Rental
Version. The Rental Version dialog “®*% will appear.

5. If you simply want to try out the software click Run a Demo
Version. The Demonstration Version dialog **** will appear.
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Demonstration Version dialog

This dialog only appears if you have opted to run a demonstration copy of
AutoTrack. It allows you to select and change the product you wish to
evaluate.

(1800)

Demonstration Version

This is a demonstration copy of AutoTrack
All dimensions are randomly disterted

— Select one or mare product(z] from each group

Q ¥ AutaTrack Review (Included in Al
Auditing, checking and approval of AutoTrack projects

Mare...

[~ AutaTrack Templates
Prints standard tum templates

[ AutoTrack Templates Pro
Printz, saves or inzerts standard turn templates

[ AutoTrack Roads
\/ Interactive steered vehicle swept path creation

a - [~ AutoTrack Roads Pro
\pm] Interactive steered vehicle swept path creation

Mare...

Mare...

Moare...

tare...

T [~ AutaTrack Rail

Swept pathz of trams and light rail vehicles

Moare...

= . [ AutaTrack Aiports

Interactive aircraft and airside vehicle swept path creation

More...

. [ AutaTrack Farking
Rule-bazed design and analysiz of parking areas

Mare...

[~ AutoTrack Junctions
Interactive design and analysiz of roundabouts

tare...

Cantinue I E it

Help

Demonstration Version dialog

Select the product(s) that you wish to evaluate.

To evaluate the selected product(s) click Continue.

To quit or to upgrade to a rental or full version, click Exit which

will display the Welcome dialog “"*.
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Rental Version dialog %9

This dialog only appears if you are using a rented copy of AutoTrack.
Rental copies are managed by a licence and the text at the top indicates
the status of that licence. The licence is installed on and applies to only
one computer at a time but can be moved between computers as often
as you wish.

Rental Version

This is a rental copy of AutoTrack
(Licence has been transferred and is available)

— Licence Details [Current / Last Used)

Fiental period started IWed, 15 Jure 2011 @ 11:05:26

Rental period expires IFri, 15 June 2012 @ 11:05:26

Serial number |S4Y-30133

User name IAndlew Kendall

Activate Licence

C[Exit] to quit or to run a Fully

Rent... | Cantinue | Exit I Help |

Rental Version dialog

1. |If the licence is valid then click Continue to use the software.

2. If you have a rental licence on your computer then you may
move the rental licence to another computer by clicking Transfer
licence to another computer. The Transfer Licence dialog %
will appear.

3. If you do not currently have a rental licence on your computer
you can retrieve and activate a transferred licence by clicking
Activate licence. The Activate Licence dialog “®** will appear.

4. To start a new rental click Rent. The AutoTrack Rental Express
wizard will appear for you to purchase time. When this has
finished you will be returned to the Rental Version dialog and you
should then click Continue to use the software.

5. Torenew or extend an existing rental click Extend. The
AutoTrack Rental Express wizard will appear for you to purchase
more time. When this has finished you will be returned to the
Rental Version dialog and you should then click Continue to use
the software.

6. To quit or upgrade to a full version click Exit which will display
the Welcome dialog "%,
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Transfer Licence dialog %Y

This dialog will appear when you opt to transfer an AutoTrack software
licence (rental or full) to another computer.

Email the activation passkey ta the following:-

Recipient's email address [optional]:

ak. I Cancel | Help I

Transfer Licence dialog

1. If you wish to advise a co-worker that this AutoTrack licence is
now available enter their email address here. Your colleague will
receive an email with details of how to retrieve and activate the
licence on their computer. To email multiple users enter their
email addresses separated by semi-colons (;). Click OK.

2. Your serial number and a passkey will be displayed; use these to
activate the licence on any other computer.

Activate Licence dialog %%

This dialog will appear when you opt to activate a software licence (rental
or full.

Activate Licence

Tao activate the licence on this computer enter the serial number and
pazzkey that were emailed to you.

Serial Mumber Sl - I
Pazskey I - I

QK I Cancel | Help |

Activate Licence dialog

1. Enter the serial number and passkey provided by the person
transferring the licence. Click OK.

2. If you cannot enter the supplied code, or if it is rejected, check
that you are using the correct startup option - if you have a USB
or parallel hardware lock you should click Cancel to return to the
Welcome dialog “"* and select the correct option.

Note

The original purchaser and anybody who extends the licence
period will be emailed each time the licence is transferred. This
is for information only and helps ensure that they are able to
locate the licence.
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Running AutoTrack in AutoCAD

AutoTrack can either be run from within an AutoCAD session or from the
Taskbar Start Programs menu.

To run AutoTrack from the Taskbar Start
Programs Menu

R Startl 1. Click on the Start button on the Taskbar and select

Start button AutoTrack for AutoCAD 2012 (or your alternative CAD
system) from the Programs, AutoTrack menu or click on the
desktop icon AutoTrack for AutoCAD 2012.

2. The first time the software is run, if AutoTrack cannot find a
valid licence, the Welcome dialog “"* will appear with
options to run a full version (hardware lock version), activate

B a software licence (software locked version), run a rental or
| AutoTrack i a demo version.

Getting Started. .. . .

Show Toolbar \_ 3. If you are running a demo copy then you will see the
e Demonstration Version dialog "*°?. Select which product

you wish to evaluate and click Continue. If necessary your

g, System Settings... . .
£ menus will be reconfigured.

[ET Drawing Settings...

Swept Paths ’ 4. AutoTrack paths are only visible to non-AutoTrack users if
Parking ’ proxy graphics have been saved with the drawing (for more
(LATERTTE ' information, refer to Viewing AutoTrack paths in AutoCAD if
#_Generate Turn Template. . you don’t have AutoTrack). In order for these proxy graphics
Edit Tools ’ to be saved, several AutoCAD system variables need to be
i Animate... set correctly. If they are incorrect when you start AutoTrack
shaudit... they will be changed and you will be advised on the
[EFDrawing Explorer... command line.

- AProperties...

5. You will now be placed in the AutoCAD drawing editor and

Utiites ' the AutoTrack menu and toolbar should be visible.
Help 3
HE video Tutorial... ]
i | S{ED| b | B[] | S M o0 Bt 2 M| w
AutoTrack menu AutoTrack toolbar (appearance varies)

6. If the toolbar is not visible select Show Toolbar from the
AutoTrack drop down menu.

To run AutoTrack from within AutoCAD

Run AutoCAD as you normally would.

2. If your system has been set up correctly AutoTrack should be on
the top menu bar. AutoTrack is not yet loaded but will be as
soon as you select an AutoTrack command. If the toolbar is not
visible then you can select Show Toolbar from the AutoTrack
drop down menu to display it.

3. Click any AutoTrack button to load AutoTrack. If you are running
a network version for the first time, you may get a Hardware Lock
warning. Just confirm that you are running a network version
and proceed. If AutoTrack fails to find the hardware lock, edit
your Network Settings and enter the IP address of the Licence
Server.
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Note

By default only the main AutoTrack toolbar is enabled with the
other functions available as flyouts. If you prefer to work with the
flyouts permanently displayed then click the relevant main toolbar
buttons to display them and leave them open when you close
AutoCAD. Alternatively on versions of AutoCAD prior to 2006
you may go to View, Toolbars and check the AutoTrack toolbars
that you require.

To load and run AutoTrack for AutoCAD (except
Civil 3D 2010 or later) manually

1. Run AutoCAD as you normally would.

2. Select Load Application from the Tools menu in AutoCAD or
type APPLOAD at the command line. The Load Application dialog
will appear. The dialog shown is for AutoCAD 2002 but other
platforms are similar.

Load/Unload Applications ﬂil
Look if: I I3 AutaTrack j (=] I‘ff( Ea- alll
o
Crivers B ATRAL40
Example - akrals06
Help
Library
Loaderva
Scripks
File name: | Load I
Filez of type: IAutoCAD Apps [*an;" lsp;" dvb,” dbe le;".j
Loaded &pplications  History list [V &dd to History
File [Path | |
Remaove

Startup Suite

Cantents. . |

TRA1506.AR successfully remaved from the
histary list. Cloge |

ad Application dialog (AutoCAD 2002)

3. Browse to the AutoTrack application directory and select the
ARX file appropriate to your CAD system as follows:-

AutoCAD R14 and derivatives use ATRA140 . ARX
AutoCAD 2000/2000i and derivatives use ATRA150 .ARX
AutoCAD 2002 and derivatives use ATRA1506 . ARX
AutoCAD 2004 and derivatives use ATRA160 . ARX
AutoCAD 2005 and derivatives use ATRA161 . ARX
AutoCAD 2006 and derivatives use ATRA162 . ARX

AutoCAD 2007 and derivatives use ATRA170 . ARX
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AutoCAD 2008 (32-bit) and derivatives use ATRA171 . ARX
AutoCAD 2008 (64-bit) and derivatives use ATRA17164 .ARX
AutoCAD 2009 (32-bit) and derivatives use ATRA172 . ARX
AutoCAD 2009 (64-bit) and derivatives use ATRA17264 . ARX
AutoCAD 2010 (32-bit) and derivatives use ATRA180 ARX.ARX

AutoCAD 2010 (64-bit) and derivatives use
ATRA18064 ARX.ARX

AutoCAD 2011 (32-bit) and derivatives use ATRA181 ARX.ARX

AutoCAD 2011 (64-bit) and derivatives use
ATRA18164 ARX.ARX

AutoCAD 2012 (32-bit) and derivatives use ATRA182 ARX.ARX

AutoCAD 2012 (64-bit) and derivatives use
ATRA18264 ARX.ARX

AutoCAD 2013 (32-bit) and derivatives use ATRA190 ARX.ARX

AutoCAD 2013 (64-bit) and derivatives use
ATRA19064 ARX.ARX

4. Click the Load button and close the dialog. AutoTrack will load.
Now type AUTOTRACK on the command line.

6. If you have installed a demo copy then you will see the
Demonstration Version dialog “*°?. Select which product you
wish to evaluate and click Continue. If necessary your menus
will be reconfigured.

7. AutoTrack should now be visible on the top menu and the toolbar
should also be visible. If the toolbar is not visible then you can
select Show Toolbar from the AutoTrack drop down menu to
display it.

8. Click any AutoTrack button to load AutoTrack. If you are running
a network version for the first time, you may get a Hardware Lock
warning. Just confirm that you are running a network version
and proceed. If AutoTrack fails to find the hardware lock edit
your Network Settings and enter the IP address of the Licence
Server.

Note

By default only the main AutoTrack toolbar is enabled with the
other functions available as flyouts. If you prefer to work with the
flyouts permanently displayed then click the relevant main toolbar
buttons to display them and leave them open when you close
AutoCAD. Alternatively on versions of AutoCAD prior to 2006
you may go to View, Toolbars and check the AutoTrack toolbars
that you require.
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To load and run AutoTrack for AutoCAD Civil 3D
2010 or later manually
1. Run AutoCAD as you normally would.

2. Type NETLOAD at the command line. The Choose .NET
Assembly dialog will appear. The dialog shown is for AutoCAD
Civil 3D 2012 but other platforms are similar.

"3 Choose .NET Assembly x|
Lookin: [ ), AutoTrack = ¢ @B MBS Vews v Tods ~
Name = |v| Date modified |v| Type |v| Size &
. Drivers 23(05/2011 22:50  File folder
. Example 23f05/2011 22:50  File folder
. Help 23/05/2011 22:51  File folder
. Library 23/05/2011 22:50  File folder
LoaderVd 23052011 22:50  File folder
. Scripts 23f05/2011 22:51  File folder
. System 23f05/2011 22:51  File folder
2 KwiD 23/05/2011 22:51  File folder
%] AtrAutoTrack 18Helper.di 23f05/2011 22:51  Application exte...
%) atrf.dl 12{04/2011 00:05  Application exte...
“| atrg.dl 12/04/201100:05  Application exte. ..
% | atri.dil 12/04/201100:05  Application exte. ..
%) atricons. dll 12/04/2011 00:07  Application exte. ..
|| atro.dl 12/04/2011 00:05  Application exte... :
|| atrs.dll 12/04/2011 00:05  Application exte... =
<| R amimatmmas mn . | 5 _I
Flle name | [=| —IQpen j
Fles of type: |-NET assemblies (dl) = ﬂl

Choose .NET Assembly dialog (AutoCAD Civil 3D 2012)
3. Browse to the AutoTrack application directory and select the
.NET file appropriate to your CAD system as follows:-

AutoCAD Civil 3D 2010 (32-bit) and derivatives use
ATRC180 ARX.DLL

AutoCAD Civil 3D 2011 (32-bit) and derivatives use
ATRC181 ARX.DLL

AutoCAD Civil 3D 2011 (64-bit) and derivatives use
ATRC18164 ARX.DLL

AutoCAD Civil 3D 2012 (32-bit) and derivatives use
ATRC182 ARX.DLL

AutoCAD Civil 3D 2012 (64-bit) and derivatives use
ATRC18264 ARX.DLL

AutoCAD Civil 3D 2013 (32-bit) and derivatives use
ATRC190 ARX.DLL

AutoCAD Civil 3D 2013 (64-bit) and derivatives use
ATRC19064 ARX.DLL

4. Click the Open button and close the dialog. AutoTrack will load.
Now type AUTOTRACK on the command line.

6. If you have installed a demo COPX then you will see the
Demonstration Version dialog “®°?. Select which product you
wish to evaluate and click Continue. If necessary your menus
will be reconfigured.
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7. AutoTrack should now be visible on the ribbon. It will also be on
the menu or toolbar if you have the menu visible. If you prefer to
use toolbar you can select Show Toolbar from the AutoTrack
drop down menu to display it.

8. Click any AutoTrack button to load AutoTrack. If you are running
a network version for the first time, you may get a Hardware Lock
warning. Just confirm that you are running a network version
and proceed. If AutoTrack fails to find the hardware lock edit
your Network Settings and enter the IP address of the Licence
Server.

Viewing AutoTrack paths in AutoCAD if you
don’t have AutoTrack

In the AutoCAD version of AutoTrack the path entity is a custom object
that is calculated and drawn by AutoTrack. Systems must therefore have
AutoTrack installed in order to update and maintain these objects.

AutoCAD caters for drawings that contain custom objects without their
authoring application being present using a system called proxy graphics.
Proxy graphics are similar to an anonymous block containing an
exploded version of the custom object. However, the proxy graphics will
only be visible if certain system variables are set correctly on both the
authoring and receiving systems.

Authoring system

e In order for proxy graphics to be saved with the drawing the
authoring system must have the system variable
PROXYGRAPHICS setto 1 and INDEXCTRL set to 3. When
you start AutoTrack these are set along with PROXYSHOW set
to 1 and DEMANDLOAD set to 3.

Receiving system

o If the receiving system has AutoTrack installed and the
startup system setting Load AutoTrack when opening
drawing containing AutoTrack data is switched on,
AutoTrack data will be visible just like any other entity.
Likewise, if the AutoCAD object enabler is installed then any
AutoTrack data will be visible. For more details of the object
enabler refer to AutoCAD object enabler.

o If the receiving system either does not have AutoTrack
installed, or has AutoTrack installed but Load AutoTrack
when opening drawing containing AutoTrack data is
switched off, AutoCAD will report the missing application only
if the system variable PROXYNOTICE is setto 1. This prompt
may give the user options Show proxy graphics and/or Do
not show proxy graphics. Note however that if proxy
graphics have not been saved with the drawing (see above)
then even opting to Show proxy graphics will not make
them visible. Note also that if the default was Do not show
proxy graphics and you select Show proxy graphics then
you will need to issue a REGEN in order to see the objects.

e |f you decide not to show the proxy graphics at the start then
setting PROXYSHOW to 1 will make them visible after the next
REGEN if they are saved in the drawing.
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Running AutoTrack in MicroStation

AutoTrack can either be run from within a MicroStation session or from
the Taskbar Start Programs menu.

To run AutoTrack from the Taskbar Start

e || Startl

Start button

AutoTrack

" Getting Started. ..
Show Toolbar

# Settings...
# System Settings...
[ET Drawing Settings...

Swept Paths 3
Parking 3
Junctions »

# Generate Turn Template...

Edit Tools 4

HR Animate. ..
shAudit...

[Ef Drawing Explarer...
- &Properties...

Utllities 3

Help 3
HE Video Tutorial...
- Tutor

AutoTrack menu

Programs menu...
1.

Click on the Start button on the Taskbar and select
AutoTrack for MicroStation V8i (or your alternative CAD
system) from the Programs, AutoTrack menu or double-click
on the desktop icon AutoTrack for MicroStation V8i.

Create and/or open a drawing.

The first time the software is run, if AutoTrack cannot find a
valid licence, the Welcome dialog will appear with options to
run a full, rental or demo version. Select the required
version.

If you have installed a demo COPX then you will see the
Demonstration Version dialog “**?. Select which product
you wish to evaluate and click Continue. If necessary your
menus will be reconfigured.

You will be placed in the MicroStation drawing editor.
AutoTrack should be on the Applications menu and the tool
frame should also be visible docked on the left.
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AutoTrack toolframe (Appearance varies)

Click any AutoTrack button to load AutoTrack. If you are
running a network version for the first time, you may get a
Hardware Lock warning. Just confirm that you are running a
network version and proceed. If AutoTrack fails to find the
hardware lock edit your Network Settings and enter the IP
address of the Licence Server.
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To run AutoTrack from within MicroStation...
Run MicroStation as you normally would.
Create and/or open a drawing.

3. If you have installed a demo copy then you will see the
Demonstration Version dialog “**?. Select which product you
wish to evaluate and click Continue. If necessary your menus
will be reconfigured.

4. If your system has been set up correctly AutoTrack should be on
the Applications menu. The AutoTrack tool frame may also be
visible. AutoTrack is not yet loaded but will be as soon as you
select an AutoTrack command.

5. Click any AutoTrack button to load AutoTrack. If you are running
a network version for the first time, you may get a Hardware Lock
warning. Just confirm that you are running a network version
and proceed. If AutoTrack fails to find the hardware lock edit
your Network Settings and enter the IP address of the Licence
Server.

Note

By default only the main AutoTrack tool frame is enabled with the
other functions available as flyouts. If you prefer to work with the
flyouts permanently displayed then go to Tools, Toolboxes and
check the AutoTrack toolbars that you require.
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To load and run AutoTrack for MicroStation
manually...

1. Run MicroStation as you normally would.

2. If you are running Bentley MX the Utilities menu may not be
visible. Select CAD Menu from the File drop down menu.

Select MDL Applications from the Utilities menu.
Look for ATRACK in the list of Available Applications.

If the application is listed then highlight it and click Load. Close
the MDL Applications dialog.

6. If the application is not listed then click the Browse button and
look in the LOADER subdirectory (LOADERVS on MicroStation V8)
of the AutoTrack installation directory for the file ATRACK . MA.
Highlight the file and click OK followed by Load.

7. If you have installed a demo colpg/ then you will see the
Demonstration Version dialog “**?. Select which product you
wish to evaluate and click Continue. If necessary your menus
will be reconfigured.

8. AutoTrack should now be visible on the top menu and the toolbar
should also be visible.

9. Click any AutoTrack button to load AutoTrack. If you are running
a network version for the first time, you may get a Hardware Lock
warning. Just confirm that you are running a network version
and proceed. If AutoTrack fails to find the hardware lock edit
your Network Settings and enter the IP address of the Licence
Server.

Note

By default only the main AutoTrack tool frame is enabled with the
other functions available as flyouts. If you prefer to work with the
flyouts permanently displayed then go to Tools, Toolboxes and
check the AutoTrack toolbars that you require.
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Running AutoTrack in BricsCAD

e || Startl

Start button

EE
AutoTradc

Getting Started. ..
Show Toolbar \_

# Settings...
#:System Settings...
[ET Drawing Settings...

Swept Paths 3
Parking 3
Junctions ]

#" Generate Turn Template...

Edit Tools 4

HE Animate. ..

AN Audit. ..

[EFDrawing Explorer...

- AProperties...

Utilities »

Help 3
HE: Video Tutorial...
& Tutor

AutoTrack menu

AutoTrack can either be run from within an AutoCAD session or from the
Taskbar Start Programs menu.

To run AutoTrack from the Taskbar Start

Programs Menu

1. Click on the Start button on the Taskbar and select
AutoTrack for BricsCAD 11 (or your alternative CAD
system) from the Programs, AutoTrack menu or click on the
desktop icon AutoTrack for BricsCAD 11.

2. The first time the software is run, if AutoTrack cannot find a
valid licence, the Welcome dialog “"* will appear with
options to run a full version (hardware lock version), activate
a software licence (software locked version), run a rental or
a demo version.

3. If you are running a demo copy then you will see the
Demonstration Version dialog "*°?. Select which product
you wish to evaluate and click Continue. If necessary your
menus will be reconfigured.

4. AutoTrack paths are only visible to non-AutoTrack users if
proxy graphics have been saved with the drawing (for more
information, refer to Viewing AutoTrack paths in AutoCAD if
you don’t have AutoTrack). In order for these proxy graphics
to be saved, several AutoCAD system variables need to be
set correctly. If they are incorrect when you start AutoTrack
they will be changed and you will be advised on the
command line.

5. You will now be placed in the AutoCAD drawing editor and
the AutoTrack menu and toolbar should be visible.
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AutoTrack toolbar (appearance varies)

6. If the toolbar is not visible select Show Toolbar from the
AutoTrack drop down menu.

To run AutoTrack from within BricsCAD
Run BricsCAD as you normally would.

2. If your system has been set up correctly AutoTrack should be on
the top menu bar. AutoTrack is not yet loaded but will be as
soon as you select an AutoTrack command. If the toolbar is not
visible then you can select Show Toolbar from the AutoTrack
drop down menu to display it.

3. Click any AutoTrack button to load AutoTrack. If you are running
a network version for the first time, you may get a Hardware Lock
warning. Just confirm that you are running a network version
and proceed. If AutoTrack fails to find the hardware lock, edit
your Network Settings and enter the IP address of the Licence
Server.
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Note

By default only the main AutoTrack toolbar is enabled with the
other functions available as flyouts. If you prefer to work with the
flyouts permanently displayed then click the relevant main toolbar
buttons to display them and leave them open when you close
BricsCAD.

To load and run AutoTrack for BricsCAD
manually
1. Run BricsCAD as you normally would.

2. Select Load Application from the Tools menu in BricsCAD type
APPLOAD at the command line. The Load Application Files
dialog will appear. The dialog shown is for BricsCAD v11 but
other platforms are similar.

% Load Application Files ﬂil

Add

Remove

Load

dd;

Unload

E

[V save Updates

Loa

d Application Files dialog (BricsCAD)

3. Browse to the AutoTrack application directory and select the
BRX file appropriate to your CAD system as follows:-

BricsCAD v11.1 use ATRB1101.BRX
BricsCAD v11.2 use ATRB1102.BRX
BricsCAD v11.3 use ATRB1103.BRX
BricsCAD v11.4 use ATRB1104 .BRX
BricsCAD v12.1 use ATRB1201.BRX
BricsCAD v12.2 use ATRB1202.BRX
Click the Load button and close the dialog. AutoTrack will load.

Now type AUTOTRACK on the command line.

6. If you have installed a demo COPX then you will see the
Demonstration Version dialog “*°?. Select which product you
wish to evaluate and click Continue. If necessary your menus
will be reconfigured.

7. AutoTrack should now be visible on the top menu and the toolbar
should also be visible. If the toolbar is not visible then you can
select Show Toolbar from the AutoTrack drop down menu to
display it.
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8. Click any AutoTrack button to load AutoTrack. If you are running
a network version for the first time, you may get a Hardware Lock
warning. Just confirm that you are running a network version
and proceed. If AutoTrack fails to find the hardware lock edit
your Network Settings and enter the IP address of the Licence
Server.

Note

By default only the main AutoTrack toolbar is enabled with the
other functions available as flyouts. If you prefer to work with the
flyouts permanently displayed then click the relevant main toolbar
buttons to display them and leave them open when you close
BricsCAD.
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The New Features dialog *°™

If you have an internet connection then you will see the New Features
dialog when you run AutoTrack. If you do not see the dialog then it may
be because it has been switched off. In this case select Show New
Features from the AutoTrack, Help drop down menu.

MNew Features & Bug Fizes

You are running v7?.75 :I

MNew features added since ¥7.00

- Support for AutoCAD 2003

AutoTrack detects AutoCAD 2008 and derivative products and autormatically
installz suppaort for them in Express mode, Show me

- Updated Australian design vehicle library

The Australian vehicle library has been updated to include 2006 AUSTROADS
design vehicles and spacial vertical clearance models,

- Updated New Zealand design wehicle library

The Mew Zealand vehicle library has been updated with special vertical
clearance models,

- Updated US design vehicle library

The US vehicle library has been updated with the addition of the Imperial
units version of the CALTRANS design vehicles,

- Updated EviD codec

The latest ¥uilr codec is bundled with this version.

- Predictive Tuming ([ Cat's Whiskers")

Indicators projecting from the front of the vehicle that give the user improved
information to determine the optirmum position for the next target point
befare placing it. Dubbed the cat’s whiskers due to the obvious analagy.

- 3D Animation (AutoCAD only)

AutoTrack animations can now be viewed in 30 in Auto CAD. Drivers eye viaw,
Switch to see view from any vehicle during animation,

- Animation viewer for AutoCAD

The AutoTrack object enabler has been enhanced to allow playback of
AutoTrack animations found in Auto CAD drawing files,

- Library Explorer sorting

‘We have added customisable and sortable data columns to the library
explorer to enable faster location of vehicles based upon any selected
criteria,

- French language version

AutoTrack is now available in French, The language can be changed from LI

" Don't remind me again Close I Help |

New Features dialog

1. If you are installing AutoTrack for the first time the main
window lists the new features add to this major release, e.g.
if you are installing v8.9 it will list all new features from
version 8.0.

2. If you have just updated from an earlier version the main
window lists the new features available since the last version
you used. Thus if you update from version 7.0 it will list all
new features from that version.

3. If you don’t want to be reminded of new features again then
tick Don’t remind me again. You can always see check the
list again by selecting Show New Features from the
AutoTrack, Help drop down menu.

4. Some of the items may include links to video clips. To view
these simply click the Show me link.
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The Getting Started dialog (not AutoTrack Templates)
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@

System Settings button
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Tutor button
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Video Tutorial button
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Drawing Settings button

For those who use AutoTrack infrequently we have created the Getting
Started dialog. By default this appears when you first run the program
from the desktop icon.

Getting Started

Before you start we recommend tha

s the intemet in a number of waps that eniich the user experience. We st

I Stat the AutoTrack Tutor by default (recommended whilst learming)

I Use the Oriine Tutorislif avaiable (ecommended)

1 Drawing Urit represents 1 [metres E

I~ D@ et show this dialog in future at staitup

Getting Started dialog

At the top of the screen is the Internet status. AutoTrack
provides extra functionality via the internet and we strongly
recommend that it is enabled. If the status indicates that
there is a problem then click on the System Settings button
to make changes.

Below that is the Assistance section. The AutoTrack Tutor is
not new but now you can have it run at startup; tick Start the
AutoTrack Tutor by default. There may be a static tutorial
provided with the product but for the most up to date
information and advice we recommend that you access the
online tutorial by ticking Use the Online Tutorial if
available. The tutorial will run in your preferred browser and
the window may need to be resized to view the page format.
Click on the Tutor button or Video Tutorial button to start
these features.

Below that is possibly the single most important settings,
Drawing Scale. Enter your preferred scale or click the
Drawing Settings button to configure other drawing
settings.

The Driving Convention is set based upon your regional
settings. You may change it if it is wrong.

The Preferred Editing Units control the units in which data
is displayed. If you also wish to view or change the
Reporting Units then click the Drawing Settings button.

When you become proficient with AutoTrack you may wish
to disable the Getting Started dialog by ticking the box Do
not show this dialog in future at startup. You can always
display it again by selecting Getting Started from the
AutoTrack drop down menu.
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A few do's and don'ts

We have designed AutoTrack to support and interact appropriately with
as many of the features of the host CAD system. However, there are a
few recommended do’s and don’ts that you should bear in mind.

AutoCAD version

» Do not save only exploded AutoTrack paths if you are likely
to need to edit them in the future.

MicroStation version

e Do not save only exploded AutoTrack paths if you are likely
to need to edit them in the future.

e Do not unlock or edit the AutoTrack cells using other than
AutoTrack. Each AutoTrack path is held in one or more
specially named locked cells (belonging to the same graphic
group) to prevent it being manipulated such that the results
are inconsistent with the vehicles capabilities. Unlocking or
editing cells will have unpredictable results.

e Do not try to edit AutoTrack data in reference drawings -
AutoTrack can only access data in the master drawing.
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Introduction

AutoTrack’s power and range of features has grown over the years and it
is now no longer a single program but a suite of vehicle swept path
prediction programs. It was originally developed to meet the need for a
means of accurately predicting the space needed to manoeuvre large
articulated vehicles. Nowadays, the program can model almost any
conceivable vehicle type including vehicles with complex steering
arrangements, aircraft and now, following the recent integration of
AutoTram, light rail vehicles.

What AutoTrack can and can’t do

Capabilities

AutoTrack integrates completely with your CAD system adding functions
that allow you to model vehicle behaviour. You simply select from a wide
variety of predefined vehicles and 'drive' them through required
manoeuvres on-screen. If the required vehicle is not already defined then
facilities are provided to define the vehicle and add it into one of the
existing libraries for future use.

Note

If you are a new AutoTrack user, or have migrated from a previous
version, we strongly recommend that you view the demonstration video
supplied on the AutoTrack CD to gain an overview of the product. Then,
for a hands-on introduction to using the program refer to the section
entitled Worked Example.

Features

A number of features have been incorporated to simplify the user's task
in "driving" a vehicle in this manner without the benefit of the more direct
sensory feedback that would be experienced driving the vehicle for real.

It should be noted that the aim of the program is to provide accurate
swept path predictions for different types of vehicles and not precise
simulations of driving conditions for those vehicles. Thus, the controls
have been designed with the emphasis on ease of use rather than
realism.

AutoCAD Civil 3D 2010 and later

We work hard to ensure that AutoTrack functionality is the same across
all platforms as far as we can. However, AutoCAD Civil 3D presents us
with an opportunity to enhance the functionality to the benefit of the end
user. These special features (only available in version 2010 and later)
are made possible by the detailed Civil 3D building information model
(BIM) database that identifies lines and shapes and allows us to add
intelligence to our AutoTrack objects. For example, Civil 3D surfaces and
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feature lines allow us to place our objects on the ground surface. Not
only that but we are able to react and update the object when the surface
or line changes. These features are discussed in more detail as they
occur in the manual.

Limitations

Like any engineering design program, AutoTrack has limitations. In fact,
the list of factors that AutoTrack ignores is extensive and includes
dynamic effects, wind effects, acceleration and deceleration, sloping road
surfaces and slippery road surfaces.

Whilst these factors are by no means irrelevant, if we asked you to
supply a weather report, details of the condition of each tyre, a road
friction coefficient and full details of the suspension you would probably
give up and go back to using templates!

The fact is that AutoTrack is just like any other engineering program in
which you design for idealised situations and apply safety factors to allow
for real life variations.

This is exactly the way we recommend you use AutoTrack. Use the most
onerous vehicles likely in a particular situation and then allow a margin
for error on the results. The acceptable margin for error is something for
you to assess - if you are lucky it may be the subject of local design
guidelines.

Do not expect that just because a particular vehicle in the AutoTrack
library can perform a given manoeuvre on your desktop you will be able
to replicate it precisely in reality.

Do not assume that any of the AutoTrack defaults are recommendations
and if you have a reliable source of data, use it.

It all boils down to USE YOUR ENGINEERING JUDGEMENT.

Migrating from WinTrack

Due to restrictions imposed by Windows Vista support AutoTrack can no
longer read WinTrack files directly. If you need to migrate WinTrack files
for use with AutoTrack you should install version 7.60 or earlier, open the
file and save it. The resulting file supports almost all WinTrack features.

Features not supported include:-

e Speed, hands-off and stationery steering reports (planned for a
later release)

e Full thickness tyre tread report (although tyre tread reports are
read in as normal outer face wheel tracks if there is no outer face
report defined)

e Alternative direction symbol shapes (only the chevron shape)
e Automatic grid spacing (however grid spacing may be specified)

e Origin symbol (replaced by axes symbol at bottom left of screen)

Reading pre-v5 AutoTrack libraries

Due to restrictions imposed by Windows Vista support AutoTrack can no
longer read library files created using version of AutoTrack prior to
version 5. If you need to convert an earlier format library file you should

76 e Introduction Quick Start Manual for AutoTrack



install version 7.60 or earlier, open the file and save it. The resulting file
can be read in all versions of AutoTrack.

How to use AutoTrack

AutoTrack is really very simple to use; in most cases you will simply
specify your settings, select a vehicle from one of the many provided,
position and orient it on your drawing and then drive it through your
drawing on-screen. If you need a vehicle that is not listed then you can
create it, add it to your own vehicle library and use it just like those
provided.

Each of these is described in detail in the following chapters.

Settings

How you use AutoTrack depends to a large extent upon what you want to
do with it. The system is set up with default settings appropriate for a
“typical” use. You will need to decide whether these are appropriate for
your needs and change them if necessary.

The way a vehicle behaves is controlled partly by the vehicle parameters

and partly by the environment in which it is driven. Vehicles once defined
should normally be regarded as fixed. The environment settings however
can and should be modified to suit your particular situation.

There are various drive modes available each of which can be used
interchangeably. Each is appropriate for a particular use and you will
need to decide which is best for your needs and indeed this may come
down to a simple preference. All but one of the drive modes also have
settings that control the way they work.

One of the most frequent causes of problems is that AutoTrack is working
in one set of units (say, metres) while your CAD system is working in
another (say, millimetres); so before you start work make sure that you
set the AutoTrack scale to match your drawing (Refer to Drawing
Settings: Scale).

AutoTrack calculates swept paths to a high degree of accuracy based
upon the stated algorithms. However, you may wish to allow for the
driver error or real world imperfections by modelling a safety or clearance
envelope (Refer to Drawing Settings: Reports: Offset Envelope 1).

Modelling rigid vehicles

All drive modes are well suited to modelling rigid vehicles but AutoDrive
is likely to give the quickest and best results.

Modelling articulated semi-trailer vehicles

Articulated lorries are best modelled using AutoDrive. EXxisting users may
prefer Manual Drive which requires a degree of skill when reversing.
Follow and Script may be appropriate if you are only modelling forwards
manoeuvres. If you want to model reverse manoeuvres Script is unlikely
to be of much use since it has no intelligence to deal with the over-
articulation that will rapidly develop.
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Modelling drawbar and multi-trailer vehicles

Multi-trailer vehicles that have more than one articulation point are
inherently very unstable when reversing and for this reason they are
rarely reversed. We do not encourage the use of AutoTrack to analyse
multi-trailer vehicles performing reversing manoeuvres since it can give a
false impression of the suitability of the design. Within AutoTrack,
AutoDrive will give you good results.

Modelling aircraft

Taxiing aircraft are best modelled using either AutoDrive or Follow.
Script may also be appropriate if you want to create templates of well-
defined simple manoeuvres.

Follow will be appropriate if you want to model an aircraft following
existing apron markings. If you want pilot’s eye tracking then you will
need to change the Forwards Path Point to Pilot / Driver (Refer to
Drawing Settings: Tracking Point). This must be done before you start
driving. If your vehicle fails to negotiate a turn then you could try
lengthening the segment length (Refer to System Settings: Follow Drive).
The further the pilot is offset from the effective front axle the greater this
value may need to be.

AutoDrive may be more appropriate if you are trying to determine the
position of the apron markings. You will probably use the Forwards Arc
option in AutoDrive which tries to drive with the minimum turn arcs and
only use Forwards Bearing for long straight sections.

Modelling combination steered vehicles

Linkages have little effect on the most appropriate drive mode. However,
rear steered vehicles do not have the benefit of Hands-Off in Manual
Drive mode or Forwards Bearing in AutoDrive.

It is only possible to link entire axle groups so the best way to model a
single linked axle in a multi-axle group is as a self-steered axle. Set the
axle group type to Fixed and check the Self-Steered box on the axle that
is linked. By default, with a self steered friction factor of 0.0, the effective
axle position will be calculated on the basis of the remaining fixed axles
and the wheels on the self-steered axle will turn about the centre of turn
of these axles.

Modelling vehicles with pushing tractors

All vehicles must have a single tractor unit but it may be at the front, at
the back or indeed, in the middle. In essence the behaviour of such a
vehicle travelling forwards is equivalent to the reverse of the vehicle
going backwards.

Modelling vehicles with steerable couplings

Some vehicles, notably certain quarrying trucks, have no steerable axles
but instead are steered by changing the articulation angle of a coupling.
These vehicles can be modelled using the active steerable coupling type.

Modelling Active Hitches

Warehouse vehicles sometimes make use of vehicles with active hitches.
Active hitch refers to a rear drawbar axle which is linked to the front axle
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or coupling. Vehicles that use this type of axle can only be reversed
using Manual Drive.

Development & planning scenarios

AutoTrack may be used not only to test scenarios but also to develop
alignments from scratch. Used in this way you may find the need to limit
the steering angle. This can be done in several ways but arguably the
most useful in a development situation is by turn radius. For example, if
you were to adopt a standard curve radius for a residential development;
this radius can then be set as the limiting inner wheel radius for all turns
and all vehicles.

During the early planning stages of projects you may find that the good
old turn template comes into its own. You could use the template wizard
to generate templates for important vehicles such as refuse trucks and
emergency vehicles and use them to form the basis of your road layouts.
As you refine your design you can then use more sophisticated tools to
test critical locations. You should bear in mind that turns generated using
Script can be edited whereas those generated using the template wizard
cannot.

Modelling the effects of super elevation and side
friction

AutoTrack now allows you to restrict the turning radius according to super
elevation and side friction. This, in conjunction with design speed, means
that you can now more accurately predict higher speed paths through
junctions or roundabouts. We do however urge caution before modelling
high speed manoeuvres using AutoTrack; the dynamics of vehicle motion
are too complex for a program of this type to fully model so the fact that
AutoTrack can generate a theoretical path does not necessarily mean
that it can be driven safely. USE YOUR ENGINEERING JUDGEMENT.

Modelling trams and light rail vehicles

You can only model fully rail guided vehicles such as trams using Guided
Drive which is available in the light rail version. Generally speaking
because the path of the tram is well defined there are fewer options.
However because most new tram networks use new tram designs (albeit
often heavily based upon existing trams) it is more likely that you will
need to define your own vehicles.

Modelling conveyor systems

The Rail version can also be used to model certain types of conveyor
systems such as are found in vehicle assembly plants.

Fastest line through roundabouts

Follow can be used to check the fastest line through roundabouts.

Define the path through the roundabout as a AutoCAD spline, pline or
MicroStation complex chain. Set the design speed to the highest
permitted and use Follow to generate a non-editable path. AutoTrack will
reduce the speed to the maximum possible. The current version does
not take into account acceleration and deceleration but it does allow for
dynamic effects.
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Checking vertical clearances

The Vertical Clearance drive mode may be used to check ground
clearance and / or impacts with overhead features such as bridges.
Multiple axles are modelled assuming suspension movement. However,
the results should be regarded as approximate since the effects of
variations in suspension and loading can have a significant effect.

What’s new in version 10?

Support for AutoCAD 2013 and derivatives

AutoTrack detects AutoCAD 2013 and all verticals and automatically
installs support for them in Express mode.

Support for MicroStation v8i SS3

AutoTrack detects MicroStation v8i Select Series 3 and automatically
installs support for them in Express mode.

Support for BricsCAD 12.2

AutoTrack detects BricsCAD v12.2 and automatically installs support for
it in Express mode.

Creation of 3D corridor

Junctions can optionally create and update roadway alignments, profiles
and corridor in supported CAD systems. Assemblies are provided for
‘out-of-the-box’ functionality. A new corridor settings page allows you
control default behaviour and save defaults for future sessions.

New Deviation Points

The Blend Points have been supplemented by Deviation Points. Each
arm now has the original Blend Point, the point at which the new design
meets the existing, and a Deviation Point, the point at which the arm
deviates from the selected alignment.

Roundabout crown lines

Junctions can optionally create circulatory area crown lines either as
concentric circles or island to island. It can also create the arm crown
lines using the Stockdale Method.

Roundabout sighage

You can now define non-custom roundabout signs in junction standards.
These include Give Way (or Yield), Roundabout Ahead, direction
chevrons, etc. The signs are placed automatically but may be adjusted.

Roundabout levels

You can now specify the levels and crossfall at key points on the
roundabout and approach arms. This data is used to build the 3D model
in supported CAD systems.

Ability to run ARCADY from within AutoTrack

An option has been added to start up ARCADY from a button on the
AutoTrack menu, toolbar or ribbon.

Ability to run Sign Design Pro from within AutoTrack

An option has been added to start up Sign Design Pro from a button on
the AutoTrack menu, toolbar or ribbon.

Roundabout reacts to changes in defining lines in MicroStation
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The AutoTrack roundabout object reacts to changes in the chosen
alignments in MicroStation in the same way that it does already in
AutoCAD.

Roundabout visibility cameras

3D animation cameras have been added at all visibility subject locations
to allow visibility checking in 3D. Also, the drivers eye view can be set to
‘Looking Left’ and ‘Looking Right'.

New ‘watching’ cameras

Additional cameras have been added with predefined default viewpoints
for watching junctions or parking rows.

Unlimited design vehicles in Junctions

The Design Vehicle pages in the Junction Standard Editor and Junction
Properties have been revised and now you can define and use unlimited
design vehicles.

Improved crossing presentation

The pedestrian crossing is now drawn with white stripes similar to the
requirements of many countries.

Griptips & Glyphs in BricsCAD 12.2

Griptips and glyphs (with varying shapes and colours) are now fully
supported in the BricsCAD 12.2 version.

Manual layout

If the theory and algorithms used in AutoTrack are new to you then you
may wish to read the section entitled Theory before using the program.
Thereafter, the remaining sections cover day-to-day use of the program.
We do however strongly recommend that you read the section entitled
Worked Example which will give you a fast introduction to the program
and get you productive as quickly as possible.

The troubleshooting section deals with some of the more common
problems.

Notation conventions

Throughout this manual key depressions are shown enclosed by angle
brackets thus enter <F> means type the letter F and <OR> means type
the letters O and R.

Menu options or commands are printed in a bold font.
Messages displayed by AutoTrack are printed in italics.
Text that you should type and filenames are shown in a courier font.

All screen images and functionality descriptions are for AutoTrack
running on Windows XP. The screen image may vary slightly on other
platforms. If functionality is different for other platforms the variations are
noted.

Mouse conventions

Windows allows mouse button functionality to be reversed for left handed
users. AutoTrack features a similar option. Rather than repeatedly
catering for all possible configurations we have adopted the convention of
using the default functionality. Thus if you have configured your mouse
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for left handed use then for left mouse button read right mouse button
and vice versa.

Default values

Throughout the program default values are displayed in red and have an
asterisk alongside them. Enter any non-zero value to overwrite the
default. Enter zero to reset them to the default.

Getting help

If the user manual is not available try one of the alternatives.

Context sensitive on-line help

The extensive context sensitive on-line help mirrors the manual, but has
the powerful windows search facilities. To get help click the Help button
on any dialog or press F1.

Help is also available from the drop down menus:-

Select Help, AutoTrack Help to get a structured breakdown of the help
text.

Select Help, About AutoTrack to check the program module versions.

On-line assistance

If you find what you think is a bug and wish to email support for
assistance select Email Savoy Computing for assistance from the
Help menu.

You can check for updates by selecting Check website for AutoTrack
updates from the Help menu.

Help tutor
tl The AutoTrack Tutor is an AutoTrack help window that is displayed
permanently in a convenient location on your desktop. The text updates
Tutor button as you move through the program. You can enable the help tutor at any

time by clicking the Tutor button on the AutoTrack toolbar. We
recommend that you set it to remain in the foreground at all times.

Online video tutorial

m?l The AutoTrack online video tutorial is a multi-media presentation
designed to get you started with AutoTrack quickly. Video clips show you
Video Tutorial button how to use AutoTrack to perform various tasks. It may be viewed as a

continuous presentation or you may use the navigation buttons to view
selected clips.
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If you are running AutoTrack on a supported platform you will have a
corridor tab. This defines how the 3D model of the roundabout is built
and updated.

1. Expand Junctions in the left hand pane and click Corridor. The
Corridor page will appear.

Drawing Settings

r~ Comidar

[~ Create Alignments I Update Alignments
- Junctions [~ Create Profiles ™ Update Profiles
E [~ Create Comidor ™ Update Comidor

[~ Use Simple Road Assembly I Use Kerb Baselines

[~ Drape Conmidor on Surface

Objects

Make Defautt | Reset | oK | Cancad | Hep |

Drawing Settings dialog: Junctions: Corridor

2. The checkboxes in the upper section of the page control how
much of the 3D model AutoTrack creates and updates.

3. Tick Create Alignments to create horizontal alignments in your
CAD system.

4. Tick Update Alignments if you want AutoTrack to update the
alignments automatically when the geometry changes. This
option is only available if AutoTrack created the original
alignments, i.e. if Create Alignments is ticked.

5. Tick Create Profiles to create vertical profiles along the
horizontal alignments.

6. Tick Update Profiles if you want AutoTrack to update the
profiles automatically when the geometry changes. This option is
only available if AutoTrack created the original profiles, i.e. if
Create Profiles is ticked.

7. Tick Create Corridor to create a 3D corridor model using default
assemblies.

8. Tick Update Corridor if you want AutoTrack to update the
corridor automatically when the geometry changes. This option
is only available if AutoTrack created the original corridor, i.e. if
Create Corridor is ticked.

9. By default the corridor is built using simple assemblies consisting
of just a road surface with no kerbs. This is the case when Use
Simple Road Assembly is ticked. These assemblies are based
upon the Civil 3D Primary Road Through Intersection
assembly with right and left subassemblies renamed to offside
and nearside in accordance with your driving convention.

Untick Use Simple Road Assembly to use more complex
assemblies for the entry and exit roads. These assemblies are
based upon the Civil 3D Primary Road Part Section — Daylight
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Right (or Left) again with right and left renamed to offside and
nearside in accordance with your driving convention.

10. By default the assemblies are inserted on the crown lines and
targeted to the nearside kerb and centreline alignments.
However under some circumstances it may be desirable to insert
them on the nearside kerb alignment. Switch between them with
the Use Kerb Baselines checkbox.

11. Normally you will probably want to construct the 3D model with
calculated profiles; this is the default. To drape the corridor on
the surface tick Drape Corridor on Surface. With this option
enabled, the assemblies take their levels from the original
surface profiles rather than the calculated profiles.

84 e Introduction Quick Start Manual for AutoTrack



Quick Start Manual for AutoTrack

e 85



86 e

Quick Start Manual for AutoTrack



Quick Start Manual for AutoTrack

e 87






Quick Start Manual for AutoTrack

e 89






Quick Start Manual for AutoTrack

e 01






Quick Start Manual for AutoTrack

e 93






Quick Start Manual for AutoTrack

e 95






Glossary of Terms

Active Hitch

A type of rear axle consisting of a drawbar with the bar facing rearwards
linked to the front axle or articulation point (hence ‘active’).

Actual Wheelbase

The distance between the innermost axles on a tractor, or the distance
from kingpin or drawbar pivot point to the innermost rear axle on a
drawbar or semi-trailer.

Approach Stopping Sight Distance

The required line of sight on approaching a roundabout. The
approaching driver must be able to see a point on the yield line or the
crossing from point far enough back that he can stop if necessary.

Apron

The Apron, or Overrun Area, is a zone provided outside the Centre
Island for larger vehicles to track over. The outer limit of the Apron is the
offside limit for normal vehicles turning 270 degrees.

Note

In some parts of the world (notably the USA) the apron is considered to
be a part of the island, in others (notably the UK) it is considered to fall
between the island and the main circulation area. In Junctions the apron
is considered to fall outside the central island, i.e. the apron diameter
may never be smaller than the island radius.

Apron Diameter

The diameter of the Apron, or overrun, area. The apron diameter is
never smaller than the centre island diameter.

Apron Width

The Apron Width is the difference between the radius of the Apron that of
the Centre Island. It may never be less than zero.

Arm

A road that connects to a junction. Known in some parts of the world as
aleg.
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AutoDrive

A means of driving the vehicle in which the path from a given position is
calculated automatically as you move a target point (the cursor).

Authorisation code

A code needed to update the hardware lock to run each new version.
May also be needed when you purchase extra features.

Axle Spacing

The distance between adjacent axles in a multi-axle group at the front or
rear of a component.

Backward Visibility on Entry

Visibility to the right on entry to a roundabout when driving on the left or
to the left on entry to a roundabout when driving on the right.

Baseline
The baseline is the line that passes along the back of a row of parking
bays.

Bay markings

The bay markings include the painted lines, symbols and hatching used
to delineate the preferred position of the car.

Bay style

Each different composition of markings, safety zones, symbols and
parking accessories is call a bay style.

Bay symbol

Bay symbols are the graphics painted within the bay and used to
indicate, for example, bay usage.

Bend island

Bend islands are placed where a row of parking bays changes direction.

Blend Point

The point on a junction arm alignment at which it joins, or blends with, the
existing road.

Castor Steering

Wheels that are part of a fixed axle group but that are free to rotate.
Sometimes referred to as self-steered wheels.
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Cats Whiskers

See Predictive Turning.

Centre Island (or simply Island)

The non-traversable island at the centre of a roundabout which is the
normal offside limit for vehicles turning 270 degrees.

Note

Some parts of the world (notably the USA) consider the centre island to
include an overrun area for large trucks. Junctions regards this overrun
area as falling outside the centre island.

Centreline Offset

The perpendicular distance between the tangent to the arm alignment at
the ICD and the centre of the island. The offset is positive if the tangent
passes the centre of the island on the opposite side to the entry road.
Thus, in general, the larger the centreline offset the larger the entry
deflection, and vice versa.

Circulatory Carriageway Median

The path of a vehicle travelling midway between the inscribed circle and
the centre island.

Circulatory Width

The Inscribed Circle radius minus the Island radius.
Note: The preferred physical vehicle path limit will typically be inside this.

Conflict Angle
See Entry Angle.

Cramp Angle

A term (seemingly used only by US fire departments) for the maxium
wheel angle. See also Wheel Cut.

Crossing Visibility on Approach
To be added.

Crossing Visibility on Next Exit
To be added.

Cut-in Point

The point at which the spine of the element is tangential to the arc that it
transcribes.
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Cut-in Radius

The radius of the arc traversed by the Cut-in Point.

Definition Line

A virtual line representing a roadway limit. The physical Kerb Line may
or may not coincide with this line.

Dongle

Slang name for a Hardware Lock.

Drag Lines

Lines drawn from the grips used to extend the path to the front most and
rearmost grips on the vehicle. These lines vary in length according to the
vehicle size and can be switched off.

Drawbar

A rigid towing bar attached rigidly to an axle. The bar and axle turn as
one unit.

Drawbar Articulation Angle

The angle subtended at the axle pivot of a drawbar by the drawbar and
associated trailer spine.

Drawbar Length

The length of a drawbar is measured from the centre of turning of the
relevant axle group to the physical end of the drawbar. The coupling at
the remote end must be defined separately in AutoTrack.

DXF File

DXF stands for Drawing Exchange Format, a text file format used to
transfer data between dissimilar CAD systems. Supported by many CAD
systems.

Dynamic Edit

See Dynamic Editing.

Dynamic Editing

Editing a path by dragging the grips at target points (and / or intermediate
points) to new locations. The path updates automatically when the grip is
dropped.

Effective Fixed Axle

The effective fixed axle is the single axle that would have the same effect
on the vehicle swept path as the fixed axle group. It is the centroid of the
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group after the effects of retracted and self-steered axles are taken into
account.

Effective Front Axle Offset

The offset of the effective front axle from the reference datum. Positive if
the effective axle position is behind the reference datum.

Effective Front Track Width

The distance between outer faces of the front wheels to be used in path
calculations.

Effective Rear Axle Offset

The offset of the effective rear axle from the reference datum. Positive if
the effective axle position is behind the reference datum.

Effective Rear Track Width

The distance between outer faces of the rear wheels to be used in path
calculations.

Effective Steered Axle

The effective steered axle offset is the single axle that would have the
same effect on the vehicle swept path as a given steered axle group. lItis
the outermost axle of the steered axle group, i.e. the furthest forward on
a front axle group and the furthest back on a rear axle group.

Effective Wheelbase

The distance between the Effective Front and Rear Axles.

End island

End islands are non-parking areas placed at the ends of rows of parking
bays.

Entry Angle

The entry angle or conflict angle, ® (phi), is a geometric proxy for the
angle between entering and circulating streams. It is calculated in one of
two ways depending upon whether the entry and exit tangents intersect
with respect to the median circulation path.

When the entry and exit tangents intersect ‘inside’ the circulatory
carriageway median, the entry angle is the angle between the entry
tangent and the tangent to the circulatory carriageway median at the
intersection point.
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Certral island

When the entry and exit tangents intersect ‘outside’ the circulatory
carriageway median, the entry angle is half the angle between the entry
and exit tangents.

I
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Entry Deflection

The extent to which a vehicle must deviate from a straight line path to
negotiate the entry to the roundabout.

Entry Path Radius

The radius of the fastest vehicle path at, or close to, the entry yield line.

Entry Tangent

The tangent to the path of an entering vehicle at the intersection of the
entry path and the yield line.

Exit Tangent

The tangent to the path of an exiting vehicle at the intersection of the exit
path and the ICD.

Envelope

A single line representing the maximum body or wheel movement. In the
case of vehicle bodies it is the outer limit of movement of any point on
any body. In the case of wheels it is the outer limit of travel of any wheel.

Exit Overturn

An exit overturn is when a vehicle continues past the point at which it
would normally start the turn (i.e. delays the start of the turn) prior to
turning back and exiting the turn. The lateral deviation from the normal
path is the exit overturn distance.
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Fastest Line

The Fastest Line is the centreline of the path taken by a vehicle travelling
as fast as possible through the junction. It is defined by various
standards in different ways but usually there is a minimum offset from the
apex of the path at entry, exit and island. There are also often specified
starting and ending positions.

Fifth Wheel

A horseshoe shaped coupling device on a tractor that connects to a pin
on a semi-trailer called a kinpin.

Flare Lane

An extra lane added at the entry to a roundabout used to manage vehicle
movements.

Follow

A means of driving a vehicle in which you specify a required path as a
polyline and let the vehicle attempt to follow it.

Forward Circulatory Visibility

Visibility around the circulation area.

Forward Fastest Path Visibility

Visibility from an entering vehicle on the fastest path to the conflict point
on the fastest entry path from the next arm.

Forward Visibility on Entry

Visibility to the left on entry to a roundabout when driving on the left or to
the right on entry to a roundabout when driving on the right.

Grips

Small squares that appear when an object is selected. Grips can be
selected and moved using the mouse.

Hairpin marking

A type of parking bay marking comprising twin sidelines connected at the
entrance.

Hardware Lock

A hardware lock or dongle is a security device that must be plugged into
the parallel port of your computer to allow AutoTrack 5 to run.

Head up display

A display of data that the user can see without diverting his or her gaze
from the task in hand.
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HUD
See Head up display.

In bay numbering

In bay numbering is when bay numbers are placed within each marked
parking bay.

Independent Bogies

Multiple linked bogies arranged along a unit each with their own
turntable. Also known as Tandem Axles. See also Pendel Axles.

Inscribed Circle

The Definition Line representing the outer limit of the Circulatory Width.

Intermediate Grips

Transient editing grips that are displayed along the path between Target
Points to make path editing easier. An Intermediate Grip becomes a
Target Point if it is selected.

Intersection Sight Distance

Visibility to traffic entering from the previous arm and/or traffic already
circulating.

Kerb Line

A line representing the roadside edge of the physical kerb.

Kerb Offset

The distance that the Kerb Line is offset (outside) the Definition Line.

Kerbside numbering

Kerbside numbering is when the bay numbers are placed adjacent to the
bay.

Kerb-to-Kerb Turning Circle Radius

The radius of the smallest circle within which the vehicle's wheels can
turn. Itis assumed that this occurs when full steering lock is applied.

Kingpin
A pin on a semi-trailer that connects to a horseshoe shaped coupling
device on a tractor called a fifth wheel.

Lane Line

A line between lanes of traffic travelling in the same direction.
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Layer

A means of grouping objects together within an AutoCAD drawing. The
properties of layers (e.g. visibility) may be controlled independently of the
objects they include. See also Level, the equivalent in MicroStation.

Level

A means of grouping objects together within a MicroStation drawing. The
properties of layers (e.g. visibility) may be controlled independently of the
objects they include. See also Layer, the equivalent in AutoCAD.

Linkage Proportion

The linkage proportion is the proportion of the articulation or wheel angle
at one end of a unit that is applied to the axle group at the other end.
The proportion may be specified in terms of angles or tangents of angles.
In arithmetic terms if the linkage is on an angular basis the linkage
proportion would be:-

LinkageProportion = LinkedAngle/PrimaryAngle
If the linkage is on a tangential basis the linkage proportion would be:-
LinkageProportion = tan(LinkedAngle)/tan (PrimaryAngle)

We understand that the latter is the more common form of linkage and in
this case the effective cut in point offset is fixed for all primary angles.

Loci

The plural of locus. See Locus.

Lock

Steering angle; thus, maximum left lock is the maximum steering possible
when turning left and right lock is the maximum when turning right.

Lock to lock time

Lock-to-lock time is the time that it takes the driver of the vehicle to turn
the steering from the maximum angle (full lock) in one direction to
maximum angle (full lock) in the opposite direction in a single continuous
movement.

Locus

The path of a moving point in space. In the context of AutoTrack the path
of the wheel tracks or the body vertices. Referred to in AutoTrack in it's
plural form loci.

Manual Drive

A means of driving a vehicle that uses a control overlay displayed on
screen. The vehicle moves forwards, reverse, left and right according to
the position of the cursor on the control overlay.
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Maximum Drawbar Articulation Angle

The largest Drawbar Articulation Angle permitted.

Maximum Wheel Angle

The maximum angle of any wheel in a group, i.e. at the front or at the
rear. This is normally the inside wheel on the innermost axle but may be
otherwise if the widths of the axles in the group vary. See alse ‘Cramp
Angle’ and ‘Wheel Cut’.

Minimum Cut-in Radius

The radius of the arc traversed by the Cut-in Point when the vehicle is
turning at the Maximum Steering Angle.

Model Settings

The criteria that control the how a specified vehicle should behave in a
specific situation. For example, a lower limit might be placed on the
allowable lock rate.

Nearside

The side closest to the passenger in a standard passenger car designed
for the region.

Object enabler

An AutoCAD add-on that allows third party entities, like AutoTrack path
entities, to be regenerated but not edited.

Offset Envelope

The envelope of maximum body or wheel movement with a further
margin added. This may represent a safety or clearance margin.

Offside

The side closest to the driver in a standard passenger car designed for
the region.

Overrun Area

See Approach Stopping Sight Distance

The required line of sight on approaching a roundabout. The
approaching driver must be able to see a point on the vield line or
the crossing from point far enough back that he can stop if

necessary.
Apron.
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Overturn

A technique for reducing the vehicle cut-in on corners whereby the
vehicle either turns temporarily in the opposite direction (side overturn) or
delays the exit from the turn (exit overturn).

Overturn angle

When performing an overturn (side or exit) the overturn angle is the
angular deviation of the wheels from the path the same vehicle would
take if performing a non-overturn manoeuvre.

Pendel Axles

Multiple linked bogies arranged both across and along a unit that turn in
much the same manner as Ackerman axles, i.e. those axles furthest
away from the centre of turn follow the widest radius arc.

Predictive Turning

Predictive Turning is an AutoDrive feature that displays the limits of the
vehicle path from the last position placed and the limits of body or wheel
envelope from the ghosted unselected position. Also known as “Cat’s
Whiskers”.

Primary Axle

The innermost axle of a group, i.e. the rearmost axle of a front axle group
and the front most axle on a rear axle group.

Privacy post

Privacy posts are used to prevent use of parking bays by unauthorized
personnel.

Profile

A profile is an AutoTrack object that lets you display a side or plan view
of a vehicle complete with dimensions.

Profile View

A profile view is an AutoCAD Civil 3D object that lets you display ground
profiles as graphed lines on a grid. For more details please refer to the
AutoCAD documentation.

Rail wheels

Wheels designed to run on rails typically with an inner flange to prevent
the wheel from derailing.

Retracted Axle

An axle that is present but not in contact with the road surface. Retracted
axles are ignored when AutoTrack calculates the effective axle positions.
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Safety post

Safety posts may be placed at the ends of parking bays to prevent
vehicles from overshooting.

Safety zone

Safety zones are areas of extra space provided to meet special
requirements and are measured from the centres of the bay side and
entrance lines.

Script

A means of driving a vehicle by issuing commands such as; forwards 10
metres, turn left 30 degrees, continue for 5 metres.

Secondary steering

A turning axle group whose angle is controllable but which is not the main
steering for the vehicle. The axle may be linked to another axle or
independently controllable.

Secondary steering angle

The angle of an imaginary wheel at the centre of a secondary steering
axle. See Secondary steering.

Self-steering

Wheels that are part of a fixed axle group but that are free to rotate.
Sometimes referred to as castors.

Separator Line

A line between lanes of traffic travelling in opposite directions.

Service type

The different usages of parking areas are called service types.

Side Overturn

A side overturn is when a vehicle starts a turn with opposite lock for a
short distance prior to making the turn. The lateral deviation from the
normal path is the side overturn distance.

Splitter

The splitter is formed by the boundaries of the entry and exit roadway
Definition Lines and the Inscribed Circle.

Splitter Island

The Splitter may include a Splitter Island, especially if there are
pedestrian crossings. The physical limits of the Splitter Island are
normally inside the Splitter.
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Steering Angle

The angle of an imaginary wheel at the centre of the controlling axle or
coupling.

Stub axle

An axle carrying wheel(s) at only one end.

Stub axle length

The length of a stub axle is measured from the pivot point to the centre of
the wheel group.

T-markings

A type of parking bay marking consisting of a T painted at the entrance
between each adjacent parking bay . The leg of the T runs a short
distance down the side of the bay and the cross runs part way along the
entrance line.

Tandem Axles

See Independent Bogies.

Target Point

A point through which the vehicle must travel.

Tracking Point

The Tracking Point is the point on the vehicle that must pass through the
specified Target Points. It is the point on the vehicle that you move and
position when you use AutoDrive and also the point that follows the line
in the Follow drive mode.

Tyred Wheels
Wheels with tyres fitted.

Vehicle class

Vehicles using parking areas are grouped into classes; vehicles with
similar parking requirements.

Wall-to-Wall Turning Circle Radius

The radius of the smallest circle within which the vehicle's body can turn.
It is assumed that this occurs when full steering lock is applied.
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Wheel Cut

A term (seemingly used only by US fire
departments) for the maxium wheel angle. See
also Conflict Angle

See Entry Angle.
Cramp Andle.

Wheel Diameter

The diameter of the outer face of the tyre.

Wheel stop

Wheels stops are placed at the ends of bays to prevent the vehicle from
overshooting.

Wheel Track

The distance between the outer faces of the wheels on an axle.
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